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WETLAND SEWER CROSSING CONSTRUCTION NOTES:

Spotted Joe Pye Weed (Eupaterium maculatum),
Rattlesnake Grass {Glyceria canadensis), Swamp aster
{Aster puniceus), Blueflag {Iris versicolor), Swamp
Milkweed {Asclepias Tncarnatal, Square stemmed Maonkey
Flower {Mimulus ringens)

COMMON NAME BOTANICAL NAME QUANTITY Notes
RED OSIER DOGWOQOD SWIDA SERICEA 15 72"0.C.
SILKY DOGWOOD SWIDA AMOMUM 15 72" 0.C.
COMMON SPICEBUSH LINDERA BENZOIN 12 72"0.C.
COMMON WINTERBERRY ILEX VERTICILLATA 13 72" 0.C.
SEEDING
APPLICATION RATE (1
TYPE SPECIES UANTITY (LBS
LB. / 2500 SF) Q (LBS)
Fox Sedge {Carex vulpinaidea), Lurid Sedge {Carex lurida),
Blunt Broom Sedge {Carex scoparia), Blue Vervain
{Verbena hastata), Fowl Bluegrass {Poa palustris), Hop
Sedge {Carex lupulina), Green Bulrush {Scirpus
atrovirens), Creeping Spike Rush {Eleocharis palustris),
NEW ENGLAND WETMIX | Fringed Sedge {Carex crinita), Soft Rush {Juncus effusus), 1 1
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TREAT INVASIVE PHRAGMITES AUSTRALIS WITHIN AND/OR IMMEDIATELY ADJACENT TQ
THE PROPOSED SANITARY SEWER LINE WITH RODEO OR HABITAT BETWEEN JULY
THROUGH EARLY SEPTEMBER. THIS WILL HELP KILL EXISTING PHRAGMITES TUBERS
AND MINIMIZE THE SPREAD OF THE PLANT INTO THE DISTURBED AREA.

INSTALL SILT FENCE OR FILTREX SOXX AS REQUIRED TO PREVENT SEDIMENT FROM
MIGRATING INTO ADJACENT UNDISTURBED WETLANDS.

CLEAR AND GRUB VEGETATION AS REQUIRED.

REMOVE EXISTING WETLAND TOPSOIL AND STOCKPILE SEPARATELY FROM
UNDERLYING SUBSOILS.

REMOVE UNDERLYING SUBSOIL AND STOCKPILE SEPARATELY.

INSTALL TEMPORARY DEWATERING SUMP BASIN AS SHOWN OF PLANS.
INSTALL GRAVEL BASE FOR SANITARY SEWER LINE.

INSTALL SANITARY SEWER LINE.

BACKFILL TRENCH WITH STOCKPILED SUBSOIL MATERIAL. CONTRACTOR TO COMPACT
SUBSOIL UP UNTIL APPROXIMATELY 12 INCHES TO FINISHED ELEVATION.

. PLACE STOCKPILED WETLAND TOPSOIL OVER SUBSOIL. DO NOT COMPACT TOPSOIL.

CONTRACTOR SHALL COMPACT SUBSOIL WITHIN SEWER TRENCH. UPPER FOOT OF
SEWER TRENCH WHICH MAY CONSISTS OF REMAINING SUBSOIL AND WETLAND
TOPSOIL SHALL NOT BE COMPACTED BUT BACK BLADED AND FEATHERED TO MATCH
ADJACENT WETLAND SURFACE GRADES.

GRADE WETLAND AREA TO MATCH ADJACENT ELEVATIONS

SEED DISTURBED WETLAND AREAS WITH NEW ENGLAND WETMIX

PLANT NATIVE WETLAND SHRUBS PER THE PROJECT PLAN.

THE SEWER LINE RESTORATION SHOULD BE INSPECTED BY A PROFESSIONAL
WETLAND SCIENTIST TO ENSURE COMPLIANCE WITH THE RESTORATION PLAN.
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OPEN \SPACE ACCESS NATURE WALK WITH "TREXX” ON 4"x4” P.T. SLEEPERS

ON NATIVE FLAT STONES OR CONC. BLOCKS TO MAINTAIN WATERFLOW. CHAIN e e

JACENT TREES TO AVOID DRIFTING DURING HIGH WATER FLOWS.

CONTRACTOR TO Wocomo_zso,._.m WITH MATT SANFORD SOIL SCIENTIST.
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Disclaimer:

The underground utilities shown have been
located from limited field survey information and
existing drawings. The surveyor makes no
guarantee that the underground utilities shown
comprise all such utilities in the area either in
service or abandoned. To meet the requirements
of our professional liability insurance, the terms
CERTIFICATE, CERTIFY, AND CERTIFICATION mean
to the best information, knowledge, and belief of
the engineer; and are not an unconditional
\ certification, warranty or guarantee which are not
covered under the policy.
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()7 REVISIONS TO THESE PLANS BY ANYONE OTHER
THAN KJA SHALL MAKE THESE PLANS NULL AND
VOID. KJA SHALL TAKE NO RESPONSIBILITY FOR

SAID REVISIONS.
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