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ADD ALTERNATES:
ADD ALTERNATE NO.1:
UNDER ADD ALTERNATE NO. 1, THE CONTRACTOR SHALL INSTALL THE SPECIFIED BAND SHELL
STRUCTURE, ELECTRICAL, ARCHITECTURAL ACOUSTIC WALL AND RELATED APPURTENANCES
NEEDED TO HAVE A COMPLETE AND FULLY OPERATIONAL STRUCTURE.
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NOTES:


1. THIS SURVEY AND MAP HAS BEEN PREPARED IN ACCORDANCE WITH
THE REGULATIONS OF CONNECTICUT STATE AGENCIES, SECTIONS 20-300b-1
THRU 20-300b-20 AS AMENDED, AND THE “STANDARDS FOR SURVEYS AND
MAPS IN THE STATE OF CONNECTICUT” ADOPTED BY THE CONNECTICUT
ASSOCIATION OF LAND SURVEYORS, INC.  THE TYPE OF SURVEY IS A
PROPERTY/TOPOGRAPHIC SURVEY, THE BOUNDARY DETERMINATION
CATEGORY IS A RESURVEY. THIS SURVEY CONFORMS TO A HORIZONTAL
ACCURACY CLASS A-2, TOPOGRAPHIC ACCURACY CLASS T-2 AND VERTICAL
ACCURACY CLASS V-3.


2. BEARINGS REFER TO THE CONNECTICUT COORDINATE SYSTEM (NAD 83) AS
DERIVED USING GNSS SURVEY METHODS IN FEBRUARY, 2020.


3. ELEVATIONS AND TOPOGRAPHY ARE REFERENCED TO THE NORTH
AMERICAN VERTICAL DATUM (NAVD) OF 1988 AS DERIVED USING GNSS
SURVEY METHODS IN FEBRUARY, 2020.


4. REFERENCE IS MADE TO THE FOLLOWING MAPS:


A. "RESUBDIVISION MAP OF LAND OF RICHARD H. CHAPMAN SHOWING LAND
TO BE ACQUIRED BY THE TOWN OF CHESHIRE, SOUTH MAIN STREET,
CHESHIRE, CONN."; SCALE: 1"=100'; DATED: FEBRUARY 24, 1988;
PREPARED BY: ASSOCIATED SURVEYS; FILED IN THE CHESHIRE LAND
RECORDS AS MAP 2661.


B. "PROPERTY MAP SHOWING LAND ACQUIRED BY THE TOWN OF CHESHIRE
FROM RAVENSWOOD REALTY & MANAGEMENT CORP., SOUTH MAIN
STREET, CHESHIRE, CONN."; SCALE: 1"=60'; DATED: OCTOBER 13, 1988;
PREPARED BY: ASSOCIATED SURVEYS; FILED IN THE CHESHIRE LAND
RECORDS AS MAP 2793.


C. “SCHEDULE A-3, PROPERTY SURVEY DEPICTING DECLARATION OF
STONEGATE - AN AGE RESTRICTED PLANNED RESIDENTIAL
DEVELOPMENT PREPARED FOR 772 SOUTH MAIN STREET ASSOCIATES,
LLC., SOUTH MAIN STREET (ROUTE 10), CHESHIRE, CONNECTICUT";
SCALE: 1"=40'; DATED: FEBRUARY 11, 2003; PREPARED BY: MILONE &
MACBROOM; FILED IN THE CHESHIRE LAND RECORDS AS MAP 3739.


D. "SCHEDULE A-3, PROPERTY SURVEY DEPICTING DECLARATION OF:
714-716 SOUTH MAIN OFFICE PARK CONDOMINIUM, 714-716 SOUTH MAIN
STREET, CHESHIRE, CONNECTICUT"; SCALE: 1"=20'; DATED: AUGUST 10,
2007; PREPARED BY: MILONE & MACBROOM; FILED IN THE CHESHIRE
LAND RECORDS AS MAP 4084.


E. "IMPROVEMENT LOCATION SURVEY - RECORD, #726 SOUTH MAIN STREET
(ROUTE 10), CHESHIRE, CONNECTICUT"; SCALE: 1"=20'; DATED:
DECEMBER 12, 2007; PREPARED BY: MILONE & MACBROOM; FILED IN THE
CHESHIRE LAND RECORDS AS MAP 4105.


F. “CONNECTICUT STATE HIGHWAY DEPARTMENT RIGHT OF WAY MAP,
TOWN OF CHESHIRE, NEW HAVEN-CHESHIRE ROAD FROM RICHARDS
CORNER NORTHERLY TO SO. MERIDEN ROAD, ROUTE NO. 10"; NUMBER
25-01-A; SHEET 1 OF 2; SCALE: 1"=40'; DATED: DECEMBER 12, 1935;
REVISED OCTOBER 21, 1966.


5. UNDERGROUND UTILITY, STRUCTURE AND FACILITY LOCATIONS DEPICTED
HEREON HAVE BEEN COMPILED, IN PART, FROM RECORD MAPPING AND
OTHER DATA SUPPLIED BY THE RESPECTIVE UTILITY COMPANIES,
GOVERNMENTAL AGENCIES AND/OR OTHER SOURCES.  THESE LOCATIONS
MUST BE CONSIDERED APPROXIMATE IN NATURE. ADDITIONALLY, OTHER
SUCH FEATURES MAY EXIST ON THE SITE, THE EXISTENCE OF WHICH ARE
UNKNOWN TO WESTON & SAMPSON. THE EXISTENCE, SIZE AND LOCATION
OF ALL SUCH FEATURES MUST BE DETERMINED AND VERIFIED IN THE FIELD
BY THE APPROPRIATE AUTHORITIES PRIOR TO CONSTRUCTION.  CALL
BEFORE YOU DIG 1-800-922-4455.
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1. UNDERGROUND UTILITY LOCATIONS SHOWN HEREON ARE BASED ON
UTILITY EVIDENCE VISIBLE AT GROUND SURFACE AND RECORD DRAWINGS
AND ARE SUBJECT TO FIELD VERIFICATION BY EXCAVATION. UTILITIES
SHOWN DO NOT PURPORT TO CONSTITUTE OR REPRESENT ALL UTILITIES
LOCATED UPON OR ADJACENT TO THE SURVEYED PREMISES.


2. SURVEY PERFORMED BY KCI TECHNOLOGIES, INC. IN JUNE 2022.


3. CONTOURS AND ELEVATIONS SHOWN BASED ON GPS OBSERVATIONS ON
NAVD88 VERTICAL DATUM.


4. NORTH ORIENTATION IS BASED ON GPS OBSERVATIONS TAKEN AT THE
TIME OF THE FIELD SURVEY.  MAPPING PREPARED ON NAD83 STATE PLANE
COORDINATE SYSTEM (CONNECTICUT).


BARTLEM PARK
SCALE: 1"= 40'
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DEMOLITION & SITE PREPARATION NOTES
1. THE CONTRACTOR SHALL INCLUDE IN THE BID THE COST OF REMOVING ANY EXISTING SITE FEATURES AND


APPURTENANCES NECESSARY TO ACCOMPLISH THE CONSTRUCTION OF THE PROPOSED SITE
IMPROVEMENTS.  THE CONTRACTOR SHALL ALSO INCLUDE IN THE BID THE COST NECESSARY TO RESTORE
SUCH ITEMS IF THEY ARE SCHEDULED TO REMAIN AS PART OF THE FINAL SITE IMPROVEMENTS.  REFER TO
PLANS TO DETERMINE EXCAVATION, DEMOLITION AND TO DETERMINE THE LOCATION OF THE PROPOSED SITE
IMPROVEMENTS.


2. THE OWNER RESERVES THE RIGHT TO REVIEW ALL MATERIALS DESIGNATED FOR REMOVAL AND TO RETAIN
OWNERSHIP OF SUCH MATERIALS.  IF THE OWNER RETAINS ANY MATERIAL THE CONTRACTOR SHALL MAKE
ARRANGEMENTS WITH THE OWNER TO HAVE THOSE MATERIALS REMOVED OFF SITE AT NO ADDITIONAL COST.


3. UNLESS SPECIFICALLY NOTED TO BE REMOVED / SALVAGED (R&S), ALL SITE FEATURES CALLED FOR REMOVAL
(R&D) SHALL BE REMOVED WITH THEIR FOOTINGS, ATTACHMENTS, PAVEMENTS AND SUBBASE, FULL DEPTH
BASE MATERIAL, ETC, TRANSPORTED FROM THE SITE TO BE DISPOSED OF IN A LAWFUL MANNER AT AN
ACCEPTABLE DISPOSAL SITE AND AT NO ADDITIONAL COST TO THE OWNER.


4. ALL EXISTING SITE FEATURES TO REMAIN SHALL BE PROTECTED THROUGHOUT THE CONSTRUCTION PERIOD.
ANY FEATURES DAMAGED DURING CONSTRUCTION OPERATIONS SHALL BE REPAIRED OR REPLACED TO THE
SATISFACTION OF THE OWNER'S REPRESENTATIVE AT NO ADDITIONAL COST.


5. DURING EARTHWORK OPERATIONS, CONTRACTOR SHALL TAKE CARE TO NOT DISTURB EXISTING MATERIALS
TO REMAIN, OUTSIDE THE LIMITS OF EXCAVATION AND BACKFILL AND SHALL TAKE WHATEVER MEASURES
NECESSARY, AT THE CONTRACTOR'S EXPENSE, TO PREVENT ANY EXCAVATED MATERIAL FROM COLLAPSING.
ALL BACKFILL MATERIALS SHALL BE PLACED AND COMPACTED AS SPECIFIED TO THE SUBGRADE REQUIRED
FOR THE INSTALLATION OF THE REMAINDER OF THE CONTRACT WORK.


6. 'CLEARING AND GRUBBING' SHALL INCLUDE REMOVAL OF GRASS, SHRUBS, AND UNDERBRUSH, REMOVAL OF
STUMPS, ROOTS, ROUGH GRADING, INSTALLATION OF LOAM (IF APPLICABLE), FINE GRADING, SEEDING AND
TURF ESTABLISHMENT BY THE CONTRACTOR.


7. TREES DESIGNATED FOR REMOVAL SHALL BE TAGGED BY CONTRACTOR AND APPROVED BY OWNER'S
REPRESENTATIVE PRIOR TO COMMENCEMENT OF CONSTRUCTION.


8. THE STORAGE OF MATERIALS AND EQUIPMENT WILL BE PERMITTED AT LOCATIONS DESIGNATED BY OWNER
OR OWNER'S REPRESENTATIVE. PROTECTION OF STORED MATERIALS AND EQUIPMENT SHALL BE THE SOLE
RESPONSIBILITY OF THE CONTRACTOR.


9. THE CONTRACTOR SHALL PROTECT EXISTING TREES TO REMAIN, CONTRACTOR SHALL INSTALL TREE
PROTECTION BARRIER AFTER CLEARING UNDERBRUSH AND TAKE DUE CARE TO PREVENT INJURY TO TREES
DURING CLEARING AND CONSTRUCTION OPERATIONS.


10. RELOCATE BENCHMARKS WITHIN AREAS OF DISTURBANCE TO AREAS OUTSIDE  LIMITS OF DISTURBANCE
PRIOR TO COMMENCING WORK.


GENERAL NOTES
1. SURVEY PERFORMED BY KCI TECHNOLOGIES, INC. (FORMERLY WESTON & SAMPSON LAND SURVEYORS, INC.)


KCI TECHNOLOGIES, INC. 712 BROOK ST. SUITE 103 ROCKY HILL, CT 06067. 410-316-7875:
- SHEET 1 OF 1- BARTLEM SOUTH- COMPILATION PLAN (FEBRUARY, 2020)
- SHEET 1 OF 1- BARTLEM SOUTH- PROPERTY & TOPOGRAPHIC SURVEY (FEBRUARY, 2020)
- SHEET 1- BARTLEM PARK- TOPOGRAPHIC SURVEY (JUNE, 2022)


2. LIMITED PROPERTY LINE AND EXISTING CONDITIONS INFORMATION OUTSIDE THE SURVEY LIMITS TAKEN FROM
AVAILABLE GEOGRAPHIC INFORMATION SYSTEMS (GIS) RESOURCES INCLUDING CT DEEP, NOAA, NECCOG, AND
TOWN OF CHESHIRE.


3. CONTOURS AND ELEVATIONS SHOWN BASED ON GPS OBSERVATIONS ON NAVD88 VERTICAL DATUM. NORTH
ORIENTATION AS DEPICTED HERON REFERS TO THE NORTH AMERICAN DATUM OF 1983 (NAD83).


4. INLAND WETLANDS WERE FLAGGED BETWEEN APRIL 29, 2022 AND MAY 13, 2022 BY SOIL SCIENTIST, SCOTT D.
STEVENS, REGISTERED PROFESSIONAL SOIL SCIENTIST. SOIL SCIENCE AND ENVIRONMENTAL SERVICES, INC. 95
SILO DRIVE ROCKY HILL, CT 06067  PHONE 203-272-7837  WWW.SSESINC.NET. FLAGS FIELD LOCATED BY
SURVEYOR.


5. TOPOGRAPHIC INFORMATION, DEPICTED OUTSIDE OF TOPOGRAPHIC AND BOUNDARY SURVEYS LISTED ABOVE,
WAS TAKEN FROM TOWN OF CHESHIRE TOPOGRAPHIC MAPPING.


6. LOCATIONS OF ANY UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE ONLY. CONTRACTOR SHALL BE
RESPONSIBLE FOR VERIFYING THE LOCATION OF SUCH UTILITIES, PROTECTING ALL EXISTING UTILITIES AND
REPAIRING ANY DAMAGE DONE DURING CONSTRUCTION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL
ON-SITE COORDINATION WITH UTILITY COMPANIES AND PUBLIC AGENCIES AND FOR OBTAINING ALL REQUIRED
PERMITS AND PAYING ALL REQUIRED FEES. CONTRACTOR SHALL CALL "CALL BEFORE YOU DIG" AT 811 NO LESS
THAN 72 HOURS, (EXCLUSIVE OF WEEKENDS AND HOLIDAYS), PRIOR TO SUCH EXCAVATION.  DOCUMENTATION
OF REQUESTS SHALL BE PROVIDED TO THE OWNER'S REPRESENTATIVE PRIOR TO EXCAVATION WORK.


7. CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING ALL DRAWINGS AND SPECIFICATIONS TO DETERMINE
THE EXTENT OF EXCAVATION AND DEMOLITION REQUIRED TO RECEIVE SITE IMPROVEMENTS.


8. ANY DISCREPANCIES OR CONFLICTS BETWEEN THE DRAWINGS AND EXISTING CONDITIONS, EXISTING
CONDITIONS TO REMAIN, TEMPORARY CONSTRUCTION, PERMANENT CONSTRUCTION  SHALL BE BROUGHT TO
THE ATTENTION OF THE OWNER BEFORE PROCEEDING. ITEMS ENCOUNTERED IN AREAS OF EXCAVATION THAT
ARE NOT INDICATED ON THE DRAWINGS, BUT ARE VISIBLE ON SURFACE, SHALL BE THE CONTRACTOR'S
RESPONSIBILITY AND SHALL BE REMOVED AT NO ADDITIONAL COST TO THE OWNER.


9. ANY ALTERATIONS TO THESE DRAWINGS MADE IN THE FIELD DURING CONSTRUCTION SHALL BE RECORDED BY
THE GENERAL CONTRACTOR ON "AS-BUILT" DRAWINGS. ALL "AS-BUILT" PLANS SHALL BE CLASS A-2 AND T-2 AND
MEET THE STANDARDS ESTABLISHED IN THE "STANDARDS FOR SURVEYS AND MAPS IN THE STATE OF
CONNECTICUT" .


10. ALL AREAS DISTURBED BY THE CONTRACTOR'S OPERATIONS OUTSIDE THE PROJECT LIMITS, SHALL BE
RESTORED TO THE ORIGINAL CONDITION BY THE CONTRACTOR AT NO ADDITIONAL COST AND TO THE
SATISFACTION OF THE OWNER.


11. ALL WORK SHOWN ON THE PLANS AS BOLD SHALL REPRESENT PROPOSED WORK. THE TERM "PROPOSED
(PROP)" INDICATES WORK TO BE CONSTRUCTED USING NEW MATERIALS OR, WHERE APPLICABLE, RE-USING
EXISTING MATERIALS IDENTIFIED AS "REMOVE AND SALVAGE (R&S)", OR REMOVE, RELOCATE, SALVAGE, (R,R&S).


12. THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO PROTECT HIS EMPLOYEES, AS WELL AS
PUBLIC USERS FROM INJURY DURING THE ENTIRE CONSTRUCTION PERIOD USING ALL NECESSARY
SAFEGUARDS, INCLUDING BUT NOT LIMITED TO, THE ERECTION OF TEMPORARY WALKS, STRUCTURES,
PROTECTIVE BARRIERS, COVERING, OR FENCES AS NEEDED. (SEE ZONING PERMIT FOR ADDITIONAL
INFORMATION).


13. FILLING OF EXCAVATED AREAS SHALL NOT TAKE PLACE WITHOUT THE PRESENCE OR PERMISSION OF THE
OWNER.


14. EXISTING TREES TO REMAIN SHALL BE PROTECTED FROM CONSTRUCTION ACTIVITIES.  NO STOCKPILING OF
MATERIAL, EQUIPMENT OR VEHICULAR TRAFFIC SHALL BE ALLOWED WITHIN THE DRIP LINE OF TREES TO
REMAIN.  NO GUYS SHALL BE ATTACHED TO ANY TREE TO REMAIN.  WHEN NECESSARY OR AS REQUIRED BY THE
OWNER'S REPRESENTATIVE, THE CONTRACTOR SHALL ERECT TEMPORARY BARRIERS FOR THE PROTECTION OF
EXISTING TREES DURING CONSTRUCTION.


15. TREES AND SHRUBS WITHIN THE LIMITS OF WORK SHALL BE REMOVED ONLY UPON THE APPROVAL OF THE
OWNER'S REPRESENTATIVE OR AS NOTED ON THE PLANS.


16. NO FILLING SHALL OCCUR AROUND EXISTING TREES TO REMAIN WITHOUT THE APPROVAL OF THE OWNER OR
OWNER REPRESENTATIVE.


17. THE CONTRACTOR SHALL REMOVE ALL SURFACE VEGETATION PRIOR TO GRADING THE SITE. TREES AND
STUMPS SHALL BE REMOVED AND DISPOSED OFFSITE COMPLETE BY CONTRACTOR. TEMPORARY EROSION
CONTROL MEASURES SHOWN ON THE DRAWINGS (INCLUDING SILT FENCE, STRAW WATTLES, OR SILT SOCKS)
SHALL BE INSTALLED BY THE CONTRACTOR. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING
THESE TEMPORARY EROSION CONTROL MEASURES THROUGHOUT THE PROJECT WHICH COST SHALL BE
INCIDENTAL TO THE PROJECT.


18. THE CONTRACTOR SHALL COORDINATE THE OFF SITE DISPOSAL OF ALL UNSUITABLE EXCESS SOIL WITH THE
OWNER. THE CONTRACTOR WILL BE RESPONSIBLE FOR HAULING AWAY AND DISPOSAL OF UNSUITABLE SOIL TO
A NEARBY, OFF SITE LOCATION. REMOVAL ACTIVITIES SHALL BE IN ACCORDANCE WITH STATE AND LOCAL
REGULATIONS AT NO ADDITIONAL COST TO THE OWNER.  SUITABLE SOIL EXCAVATION AS PART OF THE PROJECT
MUST MEET ONE OR MORE OF THE MATERIAL REQUIREMENTS SPECIFIED. ON-SITE FILL MATERIALS, WHICH DO
NOT CONFORM TO THE SPECIFICATIONS, SHALL NOT BE USED BELOW ANY STRUCTURES. IF THE CONTRACTOR
PROPOSES TO USE THE EXISTING FILL ON SITE BELOW PAVEMENT AREAS, THEY MUST DEMONSTRATE THAT THE
FILL MEETS THE REQUIREMENTS PER THE SPECIFICATIONS. ALL EXCAVATED FILL MATERIAL WHICH DOES NOT
MEET THE REQUIREMENTS OF THE CONTRACT DOCUMENTS SHALL BE REMOVED AND DISPOSED OF OFF-SITE AT
NO ADDITIONAL COST AND AS DESCRIBED ABOVE.


19. NO FILL SHALL CONTAIN HAZARDOUS MATERIALS.


20. ALL EXISTING DRAINAGE FACILITIES TO REMAIN SHALL BE MAINTAINED FREE OF DEBRIS, SOIL, SEDIMENT, AND
FOREIGN MATERIAL AND OPERATIONAL THROUGHOUT THE LIFE OF THE CONTRACT.  REMOVE ALL SOIL,
SEDIMENT, DEBRIS AND FOREIGN MATERIAL FROM ALL DRAINAGE STRUCTURES, INCLUDING BUT NOT LIMITED
TO, DRAINAGE INLETS, MANHOLES AND CATCH BASINS WITHIN THE LIMIT OF WORK AND DRAINAGE STRUCTURES
OUTSIDE THE LIMIT OF WORK THAT ARE IMPACTED BY THE WORK FOR THE ENTIRE DURATION OF
CONSTRUCTION.


21. CONTRACTOR'S STAGING AREA MUST BE WITHIN THE CONTRACT LIMIT LINE AND IN AREAS APPROVED BY
OWNER.  ANY OTHER AREAS THAT THE CONTRACTOR MAY WISH TO USE FOR STAGING MUST BE COORDINATED
WITH THE OWNER.


22. CONTRACTOR SHALL COORDINATE ALL WORK WITH THE OWNER.


23. CONTRACTOR SHALL DEWATER AS NECESSARY TO PERFORM THE PROPOSED WORK. REFER TO SPECIFICATIONS
FOR ADDITIONAL INFORMATION.


24. THE LIMIT OF WORK SHALL BE DELINEATED IN THE FIELD PRIOR TO THE START OF SITE CLEARING OR
CONSTRUCTION AND AGREED UPON WITH THE OWNER'S REPRESENTATIVE.


25. CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL PERMITS, AS REQUIRED.


LAYOUT & MATERIALS NOTES
1. REFER TO EXISTING CONDITIONS PLAN FOR SURVEY INFORMATION.


2. COORDINATE ALL LAYOUT ACTIVITIES WITH THE SCOPE OF WORK CALLED FOR BY DEMOLITION, GRADING
AND UTILITIES OPERATIONS ENCOMPASSED BY THIS CONTRACT SET, PROTECT AND REPLACE REFERENCE
STAKES AS NECESSARY OR AS REQUIRED BY THE OWNER'S REPRESENTATIVE.


3. ALL WORK SHALL BE PERFORMED BY CONTRACTOR UNLESS SPECIFICALLY INDICATED THAT THE WORK WILL
BE PERFORMED "BY OTHERS" OR "UNDER SEPARATE CONTRACT".


4. THE LAYOUT OF SITE AMENITIES AND FENCES MUST BE APPROVED BY THE OWNER'S REPRESENTATIVE PRIOR
TO INSTALLATION.


5. THE LAYOUT OF ALL NEW  PATHWAYS / WALKWAYS AND THE GRADING OF ALL SLOPES AND CROSS SLOPES
SHALL CONFORM TO STATE OF CONNECTICUT REQUIREMENTS AND THE AMERICANS WITH DISABILITIES ACT
(ADA), TITLE 3.  THE CONTRACTOR SHALL NOTIFY THE OWNER IMMEDIATELY OF ANY DISCREPANCIES
BETWEEN ACTUAL CONDITIONS AND THOSE REQUIRED.


6. ALL PROPOSED SITE FEATURES SHALL BE LAID OUT AND STAKED FOR REVIEW AND APPROVAL BY THE
OWNER'S REPRESENTATIVE PRIOR TO COMMENCEMENT OF INSTALLATION. ANY REQUIRED ADJUSTMENTS TO
THE LAYOUT SHALL BE UNDERTAKEN AS REQUIRED, AT NO ADDITIONAL COST TO THE OWNER. ALL LAYOUT
SHALL BE PERFORMED BY A CONNECTICUT REGISTERED PROFESSIONAL LAND SURVEYOR.


7. ALL PROPOSED PAVEMENTS SHALL MEET THE LINE AND GRADE OF EXISTING ADJACENT PAVEMENT
SURFACES FLUSH. ALL BITUMINOUS CONCRETE SHALL BE TREATED WITH AN RS-1 TACK COAT AT POINT OF
CONNECTION. ALL PATHWAY WIDTHS SHALL BE AS NOTED ON THE LAYOUT AND MATERIALS PLAN.


8. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND GRADES ON THE GROUND AND REPORT ANY
DISCREPANCIES IMMEDIATELY TO THE OWNER.


9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR FIELD MEASUREMENT OF ALL PROPOSED FENCES AND
GATES.


10. THE DEPTH OF LOAM BORROW FOR ALL PROPOSED LAWN AREAS SHALL BE 6" MINIMUM COMPACTED.  ALL
DISTURBED AREAS SHALL BE RESTORED WITH LOAM AND SEED UNLESS OTHERWISE NOTED.


11. REFER TO DETAIL DRAWINGS FOR CONSTRUCTION DETAILS.


12. SURVEY CONTROL POINTS AND COORDINATES ARE INDICATED ON THE PLANS. IT IS THE RESPONSIBILITY OF
THE CONTRACTOR TO PROTECT OR CREATE HIS OWN PROTECTED CONTROL POINTS FROM THIS
INFORMATION. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING ALL LAYOUT POINTS ARE CONSISTENT
WITH CONTROL INFORMATION. RESETTING OF DAMAGED OR MISSING LAYOUT MARKERS AS NECESSARY IS AT
NO ADDITIONAL COST TO THE OWNER.


GRADING, UTILITIES & DRAINAGE NOTES
1. ALL WORK RELATING TO INSTALLATION, RENOVATION OR MODIFICATION OF WATER, DRAINAGE SHALL BE


PERFORMED IN ACCORDANCE WITH THE STANDARDS OF THE TOWN AND LOCAL HEALTH DISTRICT, WHERE
APPLICABLE, AND APPLICABLE STATE CODES.


2. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND GRADES ON THE GROUND AND REPORT ANY
DISCREPANCIES IMMEDIATELY TO THE OWNER.


3. ALL GRADING IS TO BE SMOOTH AND CONTINUOUS WHERE PROPOSED SURFACES MEET EXISTING SURFACES,
ELIMINATE ROUGH SPOTS AND ABRUPT GRADE CHANGES AND MEET LINE AND GRADE OF EXISTING
CONDITIONS  WITH NEW IMPROVEMENTS.


4. CONTRACTOR SHALL MAINTAIN POSITIVE DRAINAGE AWAY FROM ALL BUILDING FOUNDATIONS AND
STRUCTURES.


5. CONTRACTOR SHALL ENSURE ALL AREAS ARE PROPERLY PITCHED TO DRAIN, WITH NO SURFACE WATER
PONDING OR PUDDLING, EXCEPT AS PROVIDED FOR IN STORMWATER MANAGEMENT AREAS AS SHOWN ON
PLANS.


6. CROSS SLOPE ON ALL WALKWAYS WILL BE 1:67 OR 1.5% TO PROVIDE POSITIVE DRAINAGE AND ADA
ACCESSIBILITY. RUNNING SLOPES ALONG ACCESSIBLE ROUTES WITHOUT HANDRAILS SHALL BE 4.5%
MAXIMUM. RUNNING SLOPES AT CURB RAMPS OR RAMPS SHALL BE 7.5% MAXIMUM.


7. ALL UTILITY GRATES, COVERS OR OTHER SURFACE ELEMENTS INTENDED TO BE EXPOSED AT GRADE SHALL
BE FLUSH WITH THE ADJACENT FINISHED GRADE AND ADJUSTED TO PROVIDE A SMOOTH TRANSITION AT ALL
EDGES.


8. THE CONTRACTOR SHALL SET SUBGRADE ELEVATIONS TO ALLOW FOR POSITIVE DRAINAGE AND PROVIDE
EROSION CONTROL DEVICES, STRUCTURES, MATERIALS AND CONSTRUCTION METHODS TO DIRECT SILT
MIGRATION AWAY FROM DRAINAGE AND OTHER UTILITY SYSTEMS, PUBLIC/PRIVATE STREETS AND WORK
AREAS. CLEAN BASINS REGULARLY AS NEEDED AND AT THE END OF THE PROJECT.


9. EXCAVATION REQUIRED WITHIN PROXIMITY OF KNOWN EXISTING UTILITY LINES SHALL BE DONE BY HAND.
CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING UTILITY LINES OR STRUCTURES CAUSED DURING
CONSTRUCTION OPERATIONS AT NO COST TO THE OWNER.


10. WHERE NEW EARTHWORK MEETS EXISTING EARTHWORK, CONTRACTOR SHALL BLEND NEW EARTHWORK
SMOOTHLY INTO EXISTING, PROVIDING VERTICAL CURVES OR ROUNDS AT ALL TOP AND BOTTOM OF SLOPES.


11. RESTORE ALL DISTURBED AREAS AND LIMITS OF ALL REMOVALS TO LOAM AND SEED UNLESS OTHERWISE
NOTED.


12. EXCAVATION AND FILLING PROCEDURES SHALL BE COMPLETED IN A MANNER THAT MEETS LOCAL AND STATE
REGULATIONS.


CT DOT HIGHWAY & TRAFFIC STANDARD DETAIL SHEETS
(NOT INCLUDED IN SET)


SHEET NUMBER TITLE DETAIL NAME
HW-0815_01 BITUMINOUS CONCRETE CURBRING BITUMINOUS CONCRETE LIP CURBING (6" HIGH)
HW-0921_01 CONCRETE SIDEWALKS 5' WIDE SIDEWALK PLAN
TR-1208_02 METAL SIGN POSTS AND SIGN MOUNTING DETAILS TYPICAL METAL SIGN POSTS WITH BREAKAWAY INSTALLATION,


TYPICAL SIGN PANEL ATTACHMENT,
GENERAL NOTES


TR-1210_04 PAVEMENT MARKINGS LINES AND SYMBOLS LANE LINE,
DOUBLE YELLOW CENTERLINE,
CROSS HATCHED ISLAND DETAIL,
PAVEMENT ARROW DETAILS,
CROSSWALK DETAIL


TR-1210_08 PAVEMENT MARKINGS FOR NON FREEWAYS PAVEMENT MARKINGS FOR STOP BARS,
YIELD LINES,
NOTES


046-GUIDE SHEET PAVEMENT REPAIR TEMPORARY PAVEMENT FOR TRENCH THROUGH BITUMINOUS CONCRETE (TRENCH WIDTH GREATER THAN 12"),
PERMANENT PAVEMENT FOR TRENCH THROUGH BITUMINOUS CONCRETE


112-GUIDE SHEET CONCRETE SIDEWALK RAMPS SHEET 2 OF 11 BLENDED TRANSITION WITH A GRADE BREAK TO BACK OF CURB GREATER THAN 5' WITH NON-WALKING SURFACE (TYPE 4)
139-GUIDE SHEET CONCRETE SIDEWALK RAMPS SHEET 11 OF 11 SINGLE DIRECTION FOR SIGNALIZED OR STOP CONTROLLED MAJOR COMMERCIAL DRIVEWAY WITH DETECTABLE WARNING SURFACE (TYPE 29)
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Map Unit Symbol Map Unit Name


10 Raynham silt loam


12 Raypol silt loam


18 Catden and Freetown soils, 0 to 2 percent
slopes


20A Ellington silt loam, 0 to 5 percent slopes


27A Belgrade silt loam, 0 to 5 percent slopes


30B Branford silt loam, 3 to 8 percent slopes


37C Manchester gravelly sandy loam, 3 to 15
percent slopes


69B Yalesville fine sandy loam, 3 to 8 percent
slopes


69C Yalesville fine sandy loam, 8 to 15
percent slopes


77D Cheshire-Holyoke complex, 15 to 35
percent slopes, very rocky


108 Saco silt loam


237C Manchester-Urban land complex, 3 to 15
percent slopes


269B Yalesville-Urban land complex, 3 to 8
percent slopes


306 Udorthents-Urban land complex


307 Urban land


308 Udorthents, smoothed


W Water


NRCS SOILS DATA LEGEND


GENERAL NOTE:
1. SEE GEOTECHNICAL REPORT (SPECIFICATIONS) FOR SOIL BORING AND TEST PIT DATA.


EXISTING SEPTIC SYSTEM NOTE:
1. THE EXISTING SEPTIC SYSTEM IS BASED ON AN AS-BUILT SKETCH FROM THE CHESPROCOTT


HEALTH DISTRICT DATED, 05/12/10.


EXISTING
CONDITIONS


PLAN


L100


INSET 1
SCALE:1"=60'-0"1
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PAVEMENT, TYP
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STRIP &
STOCKPILE


ATHLETIC FIELD
TOPSOIL, TYP.


R&D SKINNED
INFIELD MIX, TYP.


R&D DUGOUT AREAS,
GRAVEL PAVEMENT, PLAYER


BENCHES, FENCING, AND
STORAGE BINS COMPLETE
AT BOTH FIELD LOCATIONS


PROTECT ASPHALT
PARKING LOT


R&D TREE, TYP.


R&D BENCH,
COMPLETE
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R&D ASPHALT CURB, TYP.


SAWCUT & R&D
ASPHALT CURB, TYP.


CLEAR & GRUB
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SAWCUT & R&D ASPHALT
CURB, COMPLETE


STRIP & STOCKPILE
TOPSOIL, TYP.


SAWCUT & R&D CONCRETE
PAVEMENT, COMPLETE


PROTECT EX. UTILITY POLE


R&D RIP RAP MATERIAL,
COMPLETE


SAWCUT & R&D ASPHALT
DRIVE, COMPLETE


R&S METAL SWING GATE,
R&D WOOD FENCE,


COMPLETE


R&D GRAVEL OR
ASPHALT WALK, TYP.20' LENGTH OF ASPHALT


WALK AT PROPERTY
CORNER TO REMAIN


UNDISTURBED


R&D BARBED WIRE
FENCE, COMPLETE


R&D CONCRETE
PAVEMENT, TYP.


R&D UNDERDRAIN,
COMPLETE


ABANDON EXS.
IRRIGATION LINE. SEE
IRRIGATION NOTE #4,
TYP.


SEE INSET 1


CAP AND ABANDON EXS.
IRRIGATION LINE.


SEE NOTE #4, TYP.


APPROXIMATE LOCATION
OF EXISTING GAS LINE


R&D CATCH
BASIN, COMPLETE


R&D METAL LIGHT POLE


R&D MONITORING
WELL, COMPLETE


R&D STONE PILE


BOULDER TO REMAIN


SAWCUT & R&D ASPHALT/
ASPHALT CURB, TYP.


R&D FOUNDATION IF
NEEDED FOR


PROPOSED
CONSTRUCTION, TYP.


R&D FOUNDATION IF
NEEDED FOR
PROPOSED
CONSTRUCTION, TYP.
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R&D GRAVEL PAVEMENT,
COMPLETE.


R&D TREES GRIND STUMP TO
MIN. DEPTH OF 24 INCHES, TYP.


REMOVE AND DEMOLISHR&D


TYP. TYPICAL
EX. EXISTING


CONSTRUCTION
ENTRANCE


LEGEND


LIMIT OF WORK


CONSTRUCTION ENTRANCE
STONE PAD


STRIP & STOCKPILE TOPSOIL


PROPERTY LINE


R&S GRAVEL PAVEMENT,
TO BE REUSED ON SITE


R&D SKINNED INFIELD MATERIAL,
COMPLETE. COORDINATE WITH TOWN ANY
EXCESS MATERIAL TO BE USED OFF SITE


R&D EXISTING FENCE


R&D GRAVEL OR
BITUMINOUS CONCRETE
PAVEMENT, COMPLETE


SAW CUT


CLEAR & GRUB EXISTING TREE
LINE, COMPLETE.


R&D SITE AMENITIES, TYP.


TREE PROTECTION, TYP.


REMOVE AND STOCKPILER&S
REMOVE AND RELOCATER&R


PROTECT EX. SITE
FEATURE, TYP.


R&D EXISTING CURB LINE


NOTES:


1. STRIP, SCREEN AND STOCK PILE TOPSOIL  AREAS:
- STRIP, SCREEN, AND STOCKPILE TOPSOIL (APPROX. 6"-8" DEPTH)
- ESTABLISH SUBGRADE OF PROPOSED AREAS
- CONTRACTOR TO R&D EXCESS MATERIAL.


2. CONTRACTOR IS RESPONSIBLE FOR MAINTAINING AN ENCLOSED AND SECURED
SITE AND MAY REQUIRE ADDITIONAL CONSTRUCTION FENCING TO DO SO AT NO
ADDITIONAL COST TO THE OWNER


3. ADDITIONAL HISTORICAL TREE STUMPS MAY BE ENCOUNTERED DURING
EXCAVATION. STUMPS SHALL BE REMOVED ACCORDING TO THE PLANS AND
SPECIFICATIONS AT NO ADDITIONAL COST TO THE OWNER.


4.    CAP EXISTING IRRIGATION MAIN LINE AND CONTROL WIRES AT LIMIT OF WORK
LINE. COORDINATE REPROGRAMMING EXISTING IRRIGATION CONTROLLER WITH
TOWN STAFF.


STRIP & STOCKPILE ATHLETIC
FIELD TOPSOIL FOR REUSE ON
SITE IN GREAT LAWN AREA


SAW CUT


INSET 1
SCALE:1"=60'-0"1
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2
L912


VINYL CHAIN LINK (VCL) FENCE
SINGLE SWING GATE


1
L912


VINYL CHAIN LINK
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3
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WALK
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VEHICULAR BITUMINOUS
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VEHICULAR BITUMINOUS
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SEE L801
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CONCRETE PAVEMENT, TYP.
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PLANTING BED, TYP.


SAWCUT TO NEAREST
CONTROL JOINT


SEE INSET 1
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GOAL POST (x2)
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±40 LF MOUNTABLE CURB
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& FIRE APPARATUS ACCESS
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ELECTRICAL DRAWINGS, TYP.
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UTILITY BOLLARD (2)


4
L905
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NOTES:


1. SEE PLANTING PLAN SHEET L800.
2. SEE IRRIGATION PLAN SHEET L801.
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DECIDUOUS TREES QTY BOTANICAL NAME COMMON NAME SIZE CONTAINER REMARKS
BB 6 BETULA NIGRA 'CULLY' HERITAGE RIVER BIRCH MULTI-TRUNK 12-14 HT. B&B HEAVY CLUMPING 


SPECIMEN, MINIMUM
BRANCHING HEIGHT OF 7 FT


NW 3 NYSSA SYLVATICA 'WILDFIRE' WILDFIRE TUPELO 2"-2.5" CAL. B&B
PA 40 PLATANUS X ACERIFOLIA 'MORTON CIRCLE' EXCLAMATION!™ LONDON PLANE TREE 2"-2.5" CAL. B&B MINIMUM BRANCHING 


HEIGHT OF 7 FT
QA 6 QUERCUS ALBA WHITE OAK 2"-2.5" CAL. B&B MINIMUM BRANCHING 


HEIGHT OF 7 FT
QC 5 QUERCUS COCCINEA SCARLET OAK 2"-2.5" CAL. B&B MINIMUM BRANCHING 


HEIGHT OF 7 FT
TR 15 TILIA AMERICANA 'REDMOND' REDMOND AMERICAN LINDEN 2"-2.5" CAL. B&B MINIMUM BRANCHING 


HEIGHT OF 7 FT
UV 18 ULMUS AMERICANA 'VALLEY FORGE' VALLEY FORGE AMERICAN ELM 2"-2.5" CAL. B&B MINIMUM BRANCHING 


HEIGHT OF 7 FT


EVERGREEN TREES QTY BOTANICAL NAME COMMON NAME SIZE CONTAINER REMARKS
AB 4 ABIES BALSAMEA BALSAM FIR 6'-7' HT. B&B
JE 3 JUNIPERUS VIRGINIANA EASTERN REDCEDAR 8'-10' HT. B&B
PL 3 PICEA GLAUCA WHITE SPRUCE 10'-12' HT. B&B
PG 6 PICEA GLAUCA WHITE SPRUCE 6'-7' HT. B&B
PS 8 PINUS STROBUS WHITE PINE 6'-7' HT. B&B


SHRUBS QTY BOTANICAL NAME COMMON NAME SIZE CONTAINER REMARKS
IS 55 ITEA VIRGINICA 'SPRICH' LITTLE HENRY® SWEETSPIRE #3 CONTAINER


GRASSES QTY BOTANICAL NAME COMMON NAME SIZE CONTAINER REMARKS
ST 34 SPOROBOLUS HETEROLEPIS 'TARA' TARA PRAIRIE DROPSEED #1 CONTAINER


PERENNIALS QTY BOTANICAL NAME COMMON NAME SIZE CONTAINER REMARKS
AB2 464 AMSONIA TABERNAEMONTANA 'BLUE ICE' BLUE ICE EASTERN BLUESTAR #1 CONTAINER
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PLANTING
PLAN


L800
0 feet120


1" = 60'


60 180 240


LANDSCAPE ISLAND PLANTING - TYPE A
SCALE:1"=10'-0"1


LANDSCAPE ISLAND PLANTING - TYPE B
SCALE:1"=10'-0"2


LEGEND


LAWN, TYP.


MEADOW MIX B, TYP.


MEADOW MIX A, TYP.
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L801


IRRIGATION NOTES                                                  


1. ALL WORK IS TO BE IN COMPLIANCE WITH ALL LOCAL, STATE AND FEDERAL CODES AND
ORDINANCES.


2. INSTALL ALL PRODUCTS PER MANUFACTURER'S REQUIREMENTS & RECOMMENDATIONS.


3. ALL UNDERGROUND ELECTRICAL CONNECTIONS ARE TO BE MADE WITH 3-M WIRE CONNECTORS,
DBY.


4. ALL REMOTE CONTROL VALVES ARE TO BE INSTALLED IN VALVE BOXES OF APPROPRIATE SIZE.


5. ALL CONTROL WIRING DOWNSTREAM OF THE CONTROLLER IS TO BE 14 AWG, UL APPROVED FOR
DIRECT BURY.


6. ALL ROTORS AND SPRAY POP-UPS SHALL BE INSTALLED ON SWING PIPE.


7. ALL QCV SHALL BE INSTALLED ON 3-ELBOW PVC SWING JOINTS.


8. SYSTEM DESIGN BASED UPON 133 GPM @ 90 PSI.


9. ANY CHANGES IN AVAILABILITY OF SUPPLY SHOULD BE NOTED AND MODIFICATIONS TO THE
DESIGN SHOULD BE MADE.


10. CONTRACTOR TO VERIFY WATER PRESSURE AND AVAILABILITY PRIOR TO INSTALLATION.


11. THE LOCATION OF ALL IRRIGATION IS DIAGRAMMATIC AND SUBJECT TO FIELD VERIFICATION.


12. ANY IRRIGATION PIPING SHOWN OUTSIDE OF CURBS FOR CLARITY ONLY.


13. 120V. TO CONTROLLER AND COPPER STUB, BY OTHER THAN IRRIGATION CONTRACTOR.


14. A BOOSTER PUMP IS REQUIRED IF SYSTEM DOES NOT MEET THE DESIGN PRESSURE.


15. THE CONTRACTOR IS RESPONSIBLE FOR THEIR OWN MATERIAL TAKE OFF.


SYMBOL MANUFACTURER/MODEL QTY DTL


HUNTER I-90-36V 38 12


HUNTER I-90-ADV 43 18


SYMBOL MANUFACTURER/MODEL QTY


HUNTER ICV-G 3" (ELECTRIC CONTROL VALVE) 9


HUNTER HQ-44RC 1" (QUICK COUPLING VALVE) 3


SHUT OFF VALVE 1


WATTS 009 3" (BACKFLOW PREVENTER) 1


HUNTER HCC-1600-PL (CONTROLLER) 1


HUNTER WR-CLIK (RAIN SENSOR) 1


POINT OF CONNECTION 3" 1


IRRIGATION LATERAL LINE: PVC CLASS 200 SDR 21 2" 1,039 L.F.


IRRIGATION LATERAL LINE: PVC CLASS 200 SDR 21 2 1/2" 225.2 L.F.


IRRIGATION LATERAL LINE: PVC CLASS 200 SDR 21 3" 248.0 L.F.


IRRIGATION LATERAL LINE: PVC CLASS 200 SDR 21 4" 734.8 L.F.


IRRIGATION MAINLINE: PVC CLASS 200 SDR 21 4" 839.0 L.F.


PIPE SLEEVE: PVC SCHEDULE 40 8" 60.8 L.F.


38


43


BF


C


R


POC


#"


#
Valve Number


Valve Size


Valve Flow


Valve Callout


#


/


/


/


/


/


/


/


/


/


/


/


IRRIGATION SCHEDULE


SEE INSET 1


SELF-RETRACTING HOSE REEL
ENCLOSURE - SEE SPECIFICATIONS


FOR ADDITIONAL INFORMATION


INSET 1
SCALE:1"=30'-0"1


0 feet60


1" = 30'


30 90
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IRRIGATION
DETAILS


L802


IRRIGATION BACKFLOW PREVENTER
NOT TO SCALE


1
CT-BP-79


IRRIGATION THRUST BLOCKS
NOT TO SCALE


2
CT-BP-80


18"


12"


VA
RI


ES


24
"


FINISHED GRADE


WARNING TAPE


VALVE CONTROL WIRE


BACKFILL


LATERAL PIPE


UNDISTURBED SUBGRADE


SLEEVE
MAINLINE PIPE
MAINLINE BEDDING FREE OF ROCK


IRRIGATION TRENCH, TYP.
NOT TO SCALE


3
CT-BP-23


HUNTER HCC-1600-PL CONTROLLER IN PLASTIC CABINET
WITH WALL MOUNT.


NOTES:


1. REFER TO PLANS FOR SPECIFIC MODEL INFORMATION. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.
2. FOR EASE OF INSTALLATION INTO A CONTROLLER WITH MORE THAN 24 STATIONS, INSTALL A JUNCTION BOX AT THE


BASE OF CONTROLLER AND TRANSITION LARGER VALVE AND COMMON WIRES FROM FIELD TO 18 AWG MULTI
CONDUCTOR WIRE TO BE USED IN CONTROLLER.


3. USE STEEL CONDUIT FOR ABOVE GRADE AND SCH. 40 PVC CONDUIT FOR BELOW GRADE CONDITIONS.
4. PROVIDE PROPER GROUNDING COMPONENTS TO ACHIEVE GROUND RESISTANCE OF 10 OHMS OR LESS.
5. USE PE-CABLE WITH SHORT HAUL MODEMS FOR INSTANCES WHERE CONTROLLER IS MORE THAN 50 FEET FROM IQ


CENTRAL CONTROL COMPUTER.
6. CONFIRM FINAL LOCATION OF IRRIGATION CONTROL PANEL WITH OWNER'S REPRESENTATIVE.


JUNCTION BOX


1" CONDUIT AND FITTINGS TO
POWER SUPPLY


POWER SUPPLY WIRE


2" CONDUIT AND FITTINGS FOR
STATION WIRES


WIRES TO REMOTE CONTROL
VALVES


1" CONDUIT AND FITTINGS TO
CENTRAL CONTROL COMPUTER


SERIAL CABLE TO FUTURE IQ
CENTRAL CONTROL COMPUTER -


MAXIMUM LENGTH OF 50'


IRRIGATION CONTROLLER
NOT TO SCALE


4
CT-BP-81


30
"


FINISHED GRADE


NOTES:


1. ANGLE NOT TO EXCEED 45°.
2. VALVE BOX TO BE INSTALLED AT GRADE AND BE PROVIDED WITH A LOCKABLE


COVER.
3. QUICK COUPLER TO BE INSTALLED 2"-3" BELOW GRADE.
4. SEE PLAN FOR SPECIFIC MODEL INFORMATION AND LOCATION.


VALVE BOX WITH
LOCKABLE COVER -
SEE SPECIFICATIONS


QUICK COUPLING VALVE MODEL
HQ-44RC 1" AS MANUFACTURED BY


HUNTER OR APPROVED EQUAL


4" REBAR 14"-18" LENGTH


1" PIPEDURA QUICK LOCK
CRUSHED STONE PVC SWING JOINT


WITH BRASS TOP
PVC PIPE - DEPTH AS RECOMMENDED
BY MANUFACTURER - SEE PLANS FOR


SIZE & LOCATION


IRRIGATION QUICK COUPLER & VALVE BOX
NOT TO SCALE


5
CT-BP-82


30
" M


IN
.


30" LINEAR LENGTH OF
WIRE, COILED


3"
 M


IN
.


WATERPROOF CONNECTION
(TYP.)


ID TAG


REMOTE CONTROL VALVE


VALVE BOX WITH LOCKABLE
COVER - SEE SPECIFICATIONS


FINISHED GRADE


DUCTILE IRON SWEEP


PVC SCH. 80 NIPPLE (LENGTH AS REQUIRED)


PVC SCH. 40 MALE ADAPTER


PVC LATERAL PIPE


BRICK (TYP. 4)


PVC MAINLINE PIPE - SEE PLAN
FOR SIZE & LOCATION


NOTE:


VALVE BOX AND VALVE TO BE HUNTER
ICV-G 3" OR APPROVED EQUAL - SEE
PLANS & SPECIFICATIONS FOR SPECIFIC
MODEL INFORMATION AND LOCATIONS.


IRRIGATION VALVE & VALVE BOX
NOT TO SCALE


6
CT-BP-83


30
"


FINISH GRADE


ROTOR POP-UP SPRINKLER
HUNTER I-90-SERIES - REFER TO
PLANS AND SPECIFICATIONS FOR
SPECIFIC MODEL & LOCATION
INFORMATION


SWING JOINT ASSEMBLY


MAINLINE PIPE - REFER TO PLAN
FOR SIZE & LOCATION


SCH. 40 PVC COMBO TEE OR EL


IRRIGATION ROTOR ASSEMBLY
NOT TO SCALE


7
CT-BP-84


IN GROUND 
OUTSIDE 
BUILDING


SHOULD THIS BE 
AN RPZ?


ADD FLOOR 
DRAIN
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EROSION &
SEDIMENT
CONTROL
DETAILS


L901


JP


DB


AM/EA


N.T.S.


NOT TO SCALE


CONSTRUCTION ENTRANCE


24'-0" MIN.


SE
E 


PL
AN


S
10


-0
"


 M
IN


.


R6' M
IN.


1 12 " MIN. DEPTH
BITUMINOUS CONCRETE


GUTTER LINE


DRIVE


NOTES:
1. CONTRACTOR IS RESPONSIBLE FOR CLEARING OF ALL VEGETATION, ROOTS


AND ALL OBSTRUCTIONS IN PREPARATION FOR GRADING AND COMPACTING
PRIOR TO PLACEMENT OF GEOTEXTILE FABRIC AND CRUSHED STONE.


2. CONTRACTOR RESPONSIBLE FOR DAILY INSPECTIONS AND ALL NECESSARY
MAINTENANCE OF ENTRANCE.


3. CONTRACTOR RESPONSIBLE FOR REMOVAL OF SEDIMENTS OR ANY OTHER
MATERIALS TRACKED OFF SITE


CTDOT M.01.01 #3
CRUSHED STONE


8"


GUTTER
LINE


10'-0" MIN.


SEE PLANS


1 12" DEPTH
BITUMINOUS
CONCRETE COMPACTED SUITABLE


SUBGRADE


GEOTEXTILE FILTER FABRIC


LC


2
CT-BP-13


SILT FENCE
SURROUNDING
STOCKPILE 10'


1:1 SLOPE MAXIMUM


TEMPORARY STOCKPILE  W/ PERIMETER SEDIMENT CONTROLS
NOT TO SCALE


3
CT-BP-18


TEMPORARY OUTLET CONTROL STRUCTURE
NOT TO SCALE


36" DIAM.


1
1


1


WRAP RISER WITH
FILTER FABRIC


PERFORATED CORRUGATED
PLASTIC PIPE


PLASTIC PIPE 1 1
2" TO 3"


CRUSHED STONE
FILTRATION BLANKET


FINISH GRADE


SET BASE IN CONCRETE


CONNECT TO EXISTING
18" PIPE


1


4'


12
"


8"


1
CT-BP-66


EROSION CONTROL SYSTEM WHERE SWALE IS UP
GRADIENT OF PROPERTY LINE OR WETLAND BUFFER


3'


1


1


7'


2'


EARTHEN
BERM


SWALE


LINE SWALE WITH TEMPORARY EROSION
CONTROL MATTING (SEE NOTE 1)


NOTES:
1. MATTING SHALL BE FROM CTDOT APPROVED LIST OF MATERIALS (CLASS 2 - TYPE E)
2. EARTHEN DIVERSION BERM TO BE TEMPORARILY SEEDED IF SWALE IS TO BE USED


LONGER THAN 30 DAYS.
3. SWALE SHALL BE INSTALLED AT A MINIMUM SLOPE OF 0.005. FT/FT.


TEMPORARY DRAINAGE SWALE DETAIL
NOT TO SCALE


4
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SILT FENCE/COMPOSE FILTER TUBE, TYP.
NOT TO SCALE


WORK AREAPROTECTED AREA


2"


24
" M


IN
.


24
" M


IN
.


DOWN SLOPE


WOOD STAKE


COMPOST FILTER
TUBE


WOOD STAKECOMPOST FILTER TUBE


TRENCH


SLOPE
SURFACE


STANDARD FILTER FABRIC


BACKFILL


EXISTING SOIL


2"x2"X4' WOOD POST


2"x2"x4' WOOD POST
STANDARD FILTER FABRIC


WHEN JOINING TWO OR MORE SILTATION
FENCES, TIE THE TWO END POSTS TOGETHER
WITH NYLON CORD


6"x6" TRENCH


STANDARD FILTER
FABRIC EXTENDS INTO
TRENCH


DOWN SLOPE


FLOW


JOINING FENCESLOPE DETAIL


STAKING DETAILS


COMPOST FILTER TUBE LAYOUT ON SLOPE


1
CT-BP-12


SIDE VIEW INSTALLED


INSTALLATION IN PAVED AREAS INSTALLATION IN GRASS AREAS


PLAN VIEW


ELEVATION VIEW


NOTE:
1. STRAW BALE/SANDBAG PROTECTION OR CATCH BASIN


FILTER FOR PAVED AREAS SHALL BE PROVIDED FOR
ALL DRAINAGE STRUCTURES WITHIN THE LIMIT OF
WORK AND ANY STRUCTURES OUTSIDE THE PROJECT
TERMINII THAT ARE AFFECTED BY CONSTRUCTION.


LOCATE STRAW BALES & WOOD
STAKES AS SHOWN ON LAND


TIE STRAW BALES TOP AND
BOTTOM WITH 14 GAUGE WIRE


FINISH
GRADE


OPTIONAL OVERFLOW


APPROVED CATCH BASIN FILTER


DUMP LOOPS
(PROVIDE REBAR)


1" REBAR FOR BAG REMOVAL
FROM INLET (PROVIDE REBAR)


CURB
OPENING


FOAM


EXPANSION
RESTRAINT


INLET PROTECTION AT CATCH BASIN/ YARD DRAIN, TYP. 
NOT TO SCALE


2
CT-BP-14


PREPARE SOIL BEFORE INSTALLING
BLANKETS, INCLUDING APPLICATION OF
LIME, FERTILIZER, AND SEED.


WHEN BLANKETS MUST BE SPLICED DOWN
THE SLOPE, PLACE BLANKETS END OVER END
(SHINGLE STYLE) WITH APPROXIMATELY 4"
OVERLAP. STAPLE THROUGH OVERLAPPED
AREA, APPROXIMATELY 12" APART.


EDGES OF PARALLEL BLANKETS MUST BE
STAPLED WITH APPROXIMATELY 2"
OVERLAP.


ANCHOR BLANKET IN 6" DEEP x 6" WIDE
TRENCH AT TOP OF SLOPE. BACKFILL
AND COMPACT TRENCH AFTER
STAPLING.


BLANKETS TO BE ROLLED DOWN SLOPE
AFTER PREPARATION OF SOIL


EROSION CONTROL BLANKET
NOT TO SCALE


NOTE:
1. EROSION CONTROL BLANKET FABRIC TO BE FROM CTDOT QUALIFIED


PRODUCTS LIST FOR “EROSION CONTROL MATTING”, CLASS 1 (TYPE D)


3
CT-BP-17


CRITICAL ROOT ZONE TO BE PROTECTED. ALL WORK
NECESSARY WITHIN THE CRITICAL ROOT ZONE SHALL BE
PERFORMED BY HAND.


2'-
0"


4'-
0"


CRITICAL ROOT ZONE


NOTES:
1. WHERE SPACE IS AVAILABLE, TREE PROTECTION FENCE TO BE PLACED A MINIMUM OF 10' FROM BASE OF TREE PLUS AN ADDITIONAL 1'  FOR EACH ADDITIONAL DBH FOR


TREES GREATER THAN 10" DBH (DIA. AT BREAST HT.)
2. ALL WORK DONE WITHIN TREE PROTECTION FENCE IS TO BE DONE BY HAND AND LIGHT EQUIPMENT.
3. ROOTS EXPOSED DURING EXCAVATION SHALL BE NEATLY CUT AND COVERED WITH SOIL IMMEDIATELY.
4. FOR TREES THAT OCCUR IN GROUPS PROVIDE TREE PROTECTION FENCE AROUND ENTIRE AREA.  SEE PLAN FOR LOCATIONS.
5. MAINTAIN FENCE PROTECTION IN SOUND CONDITION UNTIL FENCE COMPLETION
6. A CERTIFIED ARBORIST SHALL DELINEATE LIMIT OF TREE PROTECTION FENCE AS THEY RELATE TO THE LIMITS OF THE CRITICAL ROOT ZONE.


2 x 4s (5-FT O.C.)


EXISTING TREE TRUNK, WRAP WITH 2
LAYERS BURLAP AND 2 LAYERS STANDARD
ORANGE SNOW FENCE. SECURELY FASTEN
WITH WIRE.


TREE PROTECTION FENCE, USE STANDARD
ORANGE SNOW FENCE, 4'-0" HT. ATTACH TO
POST WITH WIRE @ 12" O.C.


TREE PROTECTION FENCE MAY BE
TEMPORARILY MOVED TO CONDUCT WORK
WITHIN THE CRITICAL ROOT ZONE OF THE
TREE UPON ARBORIST'S REVIEW AND
APPROVAL


EXISTING TREE


TREE PROTECTION FENCE, USE
STANDARD ORANGE SNOW FENCE, 4-FT
HT, ATTACH TO POST WITH WIRE @ 12"
O.C., MINIMUM 4 POSTS PER TREE
EXISTING GRADE


VARIES


DRIP LINE


TREE PROTECTION
NOT TO SCALE


4
CT-BP-15


6' +/-


PLAN


BALES TO BUTT
TOGETHER


TO
P 


OF
 S


LO
PE


4"


6' +/-


SECTION


PLAN


SECTION


NOTES:
1. TO BE USED IN LOCATIONS WHERE THE EXISTING GROUND


SLOPES AWAY FROM THE TOE OF SLOPE
2. BALES TO BE PLACED WITH BINDINGS PARALLEL TO GRADE.


BALES STRAW


2"x2"x3' STAKES
TWO EACH BALE


No. OF BALES AND
SPACING VARIABLE


VA
RI


ES


EMBANKMENT SLOPE EMBANKMENT
SLOPE


2"x2"x3' STAKES
TWO EACH BALE


FLOW


FL
OW


EXISTING
GROUND


EXISTING GROUND
OVERLAP EDGES


LC
SWALE


STRAW BALES
NOT TO SCALE


5
CT-BP-21


EROSION &
SEDIMENT
CONTROL
DETAILS


JP


DB


AM/EA


N.T.S.


EXISTING
 GRADE


VARIES


AS SHOWN ON PLANS


3
1


3
1


SILT FENCE


DIRECTION OF RUNOFF


2'


1'
2


1
2


1


6" OF CT DOT #3
(M.01.01) STONE ON FACE


STONE
EMBANKMENT


FILTER FABRIC


MODIFIED RIPRAP
(M.12.02)


NOTES
1.  INSTALL AND ANCHOR PER MANUFACTURER'S SPECIFICATIONS
2.  SHALL BE INSTALLED IN DETENTION BASINS, AND WHERE SLOPES ARE 2:1 OR STEEPER.


VEGETATIVE SLOPE PROTECTION (AT DETENTION BASINS)
NOT TO SCALE6 TEMPORARY SEDIMENTATION TRAP


NOT TO SCALE7


NOTE:
1. THE CONTRACTOR SHALL ENLARGE TRAP, AT NO ADDITIONAL COST TO THE OWNER, AS REQUIRED


TO ALLOW FOR PROPER FUNCTION OF THE BASIN
2. ALTERNATE SEDIMENTATION TRAPS MAY BE USED WITH PRIOR APPROVAL OF THE ENGINEER.
3. TRAPS SHALL BE INSPECTED AT LEAST ONCE A WEEK AND WITHIN 24 HOURS OF THE END OF ANY


STORM OF 0.5 IN OR GREATER.
4. SEDIMENT EXCEEDING 1/2 THE DEPTH OF THE TRAP SHALL BE REMOVED.


ANCHOR (TYP)


INSTALL PERMANENT TURF
REINFORCEMENT MAT OVER SOIL FILL


TERMINAL ANCHOR
TRENCH (TYP.)


COMPACTED SUBGRADE
(TYP.)


6" LOAM AND SEED (REFER TO LANDSCAPE
PLANS FOR SEED MIX) (TYP.)


3'
6"


12
"


3"


4"


L902
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BRICK, CLASS "A" CONC.
MASONRY CONC. UNITS.
WHERE BRICK OR MASONRY
CONC.ARE USED, CORBELLING
WILL BE PERMITTED MAX.
CORBEL TO BE 3". NO
PROJECTION SHALL EXTEND
INSIDE OF LIMITS.


MIN. DEPTH UNLESS
SPECIFICALLY ORDERED
OTHERWISE UNDER TRAVELED
WAY 1'-7 1/2", UNDER
UNTRAVELED AREAS 0'-3".


CLASS "A" CONCRETE
POURED IN PLACED OR
PRECAST CONC. UNIT


CLASS "A" CONCRETE POURED IN
PLACED OR PRECAST CONC. UNIT


NOTE:
1. WHERE PRECAST CONC. UNIT IS USED FOR SUMP. THE TOP OF THE UNIT SHALL BE AT LEAST 6" BELOW THE BOTTOM OF THE PIPE OUTLETTING FROM THE CATCH BASIN.


SECTION A-A SECTION B-B


2' MIN.
(UNLESS NOTED OTHERWISE)


CLASS "A"
CONCRETE


OR PRECAST UNIT


DRAINAGE OPENINGS IN
4 WALLS AT OR


IMMEDIATELY ABOVE
THIS ELEVATION


IN SANDY SOILS
APPLY DAMP


PROOFING IN 4
WALLS


CATCH BASIN
NOT TO SCALE


VA
RI


AB
LE


AS
 T


YP
E 


"C
" C


AT
CH


 B
AS


IN
 O


VE
R 


10
 F


EE
T 


DE
EP


VA
RI


AB
LE


VA
RI


AB
LE


W
HE


N 
TH


IS
 D


IM
EN


SI
ON


 E
XC


EE
DS


 10
 F


EE
T 


CL
AS


SI
FY


EL
EV


.M
AX


 D
EP


TH
 - 


3'-
0"


PE
RV


.B
AC


KF
ILL


 A
BO


VE
 T


HI
S


8"


8" 8"8"8"


12" 12" 12"


4'-0"
5'-4"


8" 8" 8" 8"3'-0"
4'-4"


8"
2'-


0"
6"6"


2'-
0"


TYPE  "C-L"  CATCH BASIN


1
CT-BP-24


X


X


X


X


X X X X


X


X


X


X


X


X


X


X


X


X


X


X


X


X


X


X X


X


MANHOLE FRAME & COVER, SEE SPECIFICATIONS
FINISHED GRADE, SEE PLANS


ADJUST TO REQUIRED GRADE WITH A MIN. OF ONE
COURSE AND A MAX. OF FIVE COURSES OF BRICK


MASONRY OR REINFORCED CONC. GRADING
RINGS, ALL BRICKS TO BE  LAID AS HEADERS


CONCRETE COLLAR


8" MIN.


MANHOLE SEAL,
SEE DETAIL


TYP. STUB
 WITH PLUG


4'-0" DIAMETER5" MIN.


PRECAST CONCRETE
MANHOLE RISER


REINFORCING STEEL (TYP)


FINISHED GRADE, SEE PLANS


BUTYL RUBBER JOINT
SEALANT (TYP.)


PRECAST CONCRETE
MANHOLE BASE


COMPACTED 3
4"


CRUSHED STONES


6" MIN. UNDISTURBED NATIVE SOILS


6"
 IN


CR
EM


EN
TS


2' 
TO


 5'
 IN


5" MIN.


6" MI
N.


PRECAST CONCRETE
MANHOLE CONE


2'-0" UNLESS OTHERWISE INDICATED


PA
YM


EN
T 


LIM
IT


 F
OR


 M
AN


HO
LE


 W
AL


LS
 A


ND
 C


ON
ES


12
"


TY
P.


1,2
,3 


OR
 4'


LE
NG


TH
S


CO
MB


IN
AT


IO
N 


OF


MANHOLE
NOT TO SCALE


2
CT-BP-27


CLEANOUT, TYP.
NOT TO SCALE


DE
PT


H 
VA


RI
ES


SEE NOTE


BACKFILL


6" PVC RISER


6" PVC PLUG


FINISHED GRADE


30" DIA. 6" THICK CONCRETE SUPPORT


45° BEND


(SIZE PER PLANS)
 MIN. SLOPE 0.01 FT./FT.
UNLESS OTHERWISE DIRECTED


COMPACTED CRUSHED STONE


UNDISTURBED MATERIAL


DETECTABLE TRACER TAPE 6"


CLEANOUT WITH 15" COVER


12
" +


/-
6"


 M
IN


.


12" MIN.


NOTE:
1. INSTALL REDUCER AS REQUIRED TO ALLOW FOR CONNECTION OF 6" RISER


3
CT-BP-25


STORM DRAIN TRENCH, TYP.
NOT TO SCALE


S


DP


12
"


S


CLASS 'B' BACKFILL


FINISHED GRADE (SEE SPECIFICATIONS FOR SURFACE RESTORATION)


TRENCH WIDTH (W)


NO ROCK OR UNEXCAVATED
MATERIALS SHALL PROJECT
BEYOND THIS LINE


CRUSHED STONE


LIMITS OF EXCAVATION &
PAYMENT FOR ROCK EXCAVATION
& BACKFILL, SEE SPECIFICATIONS


NOTE:
1. FOR W, DP, & S, SEE TABLE A


UNDISTURBED MATERIAL


DETECTABLE TRACER TAPE
(WHERE SPECIFIED)


LINE OF NARROW
TRENCH LIMIT


W/2 W/2


WOOD SHEETING, IF USED, SHALL BE
LEFT IN PLACE BELOW THE LINE OF


NARROW TRENCH LIMIT EXCEPT WHERE
OTHERWISE INDICATED OR DIRECTED


SELECT BLACKFILL


FILTER FABRIC SHALL BE
PLACED AGAINST


UNDISTURBED MATERIAL


UNDISTURBED SUBGRADE


CRUSHED STONE


LIMITS OF EXCAVATION & PAYMENT
HALF SECTION


IN EARTH
HALF SECTION


IN ROCK


DEPTH TO
 INVERT


DIAMETER
 OF PIPE (DP) MAXIMUM TRENCH WIDTH BELOW LINE OF


NARROW TRENCH LIMIT (SHEETED OR
UNSHEETED) (w)


MIN.
CLEARANCE


 (S)


0-12'


0-12'


0VER 12'
0VER 12'


TO 18"


21' - 24"


5'


5'


7'
7'


6"


7-1/2"


6"


7-1/2"


TO 18"


21' - 24"


TABLE A:


4
CT-BP-28


NYLOPLAST 24” DRAIN BASIN
2824AG


CRUSHED STONE
-SEE STORM DRAIN
TRENCH


CL


24" TYP.


VA
RI


ES
, S


EE
 G


RA
DI


NG
 P


LA
N


24
" M


IN
.


SU
MP


FINISHED
GRADE


HDPE OUTLET DRAINS WITH
WATERTIGHT ADAPTERS


PVC AREA DRAIN, TYP.
NOT TO SCALE


DUCTILE IRON 2401DISYNTHETIC TURF COVER SHALL BE
USED AT ALL AREA DRAINS WITHIN


SYNTHETIC TURF FIELD, TYP.


3
L904


LOAM AND SEED


3
L904


COMPACTED SUBGRADE


COMPACTED SUBGRADE


3
L904


BLACKFILL


CLASS 'B' BACKFILL


CT-BP-29
5


SITE
CONSTRUCTION


DETAILS


L903


JP


JP


BH


N.T.S.


(SEE SPECIFICATIONS)
SURFACE RESTORATION


(4' PAYMENT LIMIT)


TRENCH WIDTH


TO UNDISTURBED EARTH
2" MAX. CLEARANCE


(SEE DETAIL)
REPLACEMENT


PAVEMENT


WATER SERVICE


MI
N.


ROCK


TO ROCK ON BOTTOM
6" MIN. CLEARANCE


FINISHED GRADE


COMPACTED CLASS "B"
BACKFILL


COMPACTED SELECT
BACKFILL12


"


5'-
0"


 M
IN


.


ACTUAL


TO ROCK ON SIDES
12" MIN. CLEARANCE


WATER SERVICE TRENCH, TYP.
NOT TO SCALE


6
CT-BP-57
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NOTE:
CONTRACTOR TO PROVIDE SMOOTH TRANSITION WHERE NEW
PAVEMENT ABUTS EXISTING PAVEMENT


8"
1.


5"
1.


5"


BITUMINOUS CONCRETE WEARING COURSE,
TYP.


BITUMEN TACK COAT


BITUMINOUS CONCRETE BINDER COURSE


PROCESSED AGGREGATE BASE


COMPACTED SUBGRADE


BITUMINOUS CONCRETE WALK
NOT TO SCALE


3
CT-BP-01


1.5% MAX.
CROSS PITCH


BITUMINOUS CONCRETE


BITUMINOUS CONCRETE AT LAWN
NOT TO SCALE


NOTES:
1. CONTRACTOR TO PROVIDE SMOOTH TRANSITION WHERE
       NEW PAVEMENT ABUTS EXISTING PAVEMENT, TYP.


45° NEAT
TAMPED, TYP.


6"


LOAM AND
SEED, TYP.,
SEE DETAIL 7


L904
8


L904


11
CT-BP-08


15'


2'


5'


16'


8'


2'


10' 8'


CONCRETE WHEEL STOP
-TYP. ALL RESERVED PARKING
STALLS


18
'


4" WHITE
LINE OR AS
PER LOCAL
REGULATIONS


LINE NOT
REQUIRED IF
SPACE IS
ADJACENT TO
CURB18


'


SEE LAYOUT PLAN FOR
STRIPING LOCATION


LINE NOT REQUIRED IF
SPACE IS ADJACENT TO
CURB


RESERVED PARKING SIGN AND POST.
CT METAL SIGN POST AND EMBEDMENT.
SEE L300 FOR LOCATION AND 1/L907
SIGN SCHEDULE


4" WHITE LINE OR AS
PER LOCAL
REGULATIONS


39
"


34"


7"


ACCESSIBLE PARKING LAYOUT
NOT TO SCALE


CAR ACCESSIBLE VAN ACCESSIBLE RESERVED PARKING
SPACE MARKING


RESERVED PARKING SPACE
MARKING


WHITE LINE OR
AS PER LOCAL
REGULATIONS


10
CT-BP-36


6"
4"


UNDISTURBED
SUBGRADE


HYDROSEEDED
LAWN


SCARIFIED
SUBGRADE


LOAM AND SEED
NOT TO SCALE


AMENDED LOAM FOR
LAWN AREAS ONLY;
DO NOT AMEND SOIL
WITHIN MEADOW
AREAS


CT-BP-11
8


SITE
CONSTRUCTION


DETAILS


L904


RC


DB


AM/EA


N.T.S.


3X ROOTBALL
WIDTH


3'-
0"


PROPOSED TREE, SEE PLANTING PLAN


GUYING: 3/4" WIDE FLAT BRAIDED NYLON OR APPROVED ARBOR
TIES CORDING TIED IN FIGURE EIGHT, SECURED AT 1/3 TREE HT.
ABOVE FINISH GRADE. TIES SHALL  BE SET LOOSE.


2"x3" STAKES DRIVE STAKES A MIN. OF 18" FIRMLY INTO SUBGRADE
PRIOR TO  BACKFILLING;  PROVIDE TWO STAKES PER TREE, EQ. SPACED;
CONTRACTOR SHALL PROVIDE WATERING BAGS AT EACH STAKE, SEE
SPECIFICATIONS


TRUNK FLARE JUNCTION - PLANT 1-2" ABOVE FINISHED GRADE


TEMPORARY MOUNDED SOIL SAUCER, TYP.


PLANTING MIXTURE - WATER THOROUGHLY & TAMP LIGHTLY
DURING BACKFILLING TO REMOVE AIR POCKETS


COMPACTED SUBGRADE


UNTIE & FOLD BACK BURLAP & FASTENINGS TO 2
3 BALL HEIGHT.


CUT & REMOVE WIRE BASKETS COMPLETELY FROM SIDES.


3/4" FLAT BRAIDED NYLON CORDING
TIED IN FIGURE EIGHT


TREE ROOT BALL


2" X 3" STAKES (3 PER TREE REQUIRED)
PLAN


TREE STAKING AND PLANTING
NOT TO SCALE


1
CT-BP-46


MIN. 3X ROOT BALL DIA.


PRUNE ALL DEAD OR BROKEN BRANCHES ACCORDING TO
ACCEPTED HORTICULTURAL PRACTICE


2"-3" DEPTH HARDWOOD BARK
MULCH; KEEP AWAY FROM TRUNK


PLANT TOP OF ROOT BALL 1" ABOVE SURROUNDING GRADE


FOLD BACK BURLAP FROM TOP OF BALL


FINISHED GRADE


EXISTING SUBGRADE


CUT EDGE 3" DEEP TO CONTAIN MULCH


BACKFILL WITH PLANTING MIXTURE; ADD
AMENDMENTS OR IMPORTED TOPSOIL ONLY IN
POOR SOIL CONDITIONS


SET ROOTBALL ON TOP OF UNDISTURBED SOIL
PEDESTAL


SHRUB PLANTING, TYP.
NOT TO SCALE


5
CT-BP-48


PERENNIAL PLANTING -
SPACE MIN. 8" ON CENTER


3" MULCH LAYER


EXCAVATE ENTIRE BED TO
DEPTH OF 8" AND PLACE
PLANTING MIXTURE


UNDISTURBED SOIL
PEDESTAL8" MIN.


NOTE:
GROUNDCOVERS AND PERENNIALS  TO BE
INSTALLED WITH TRIANGULAR SPACING


'A' 'D''D'


'D'


8"  O.C.


36" O.C.
48" O.C.


10" O.C.


18" O.C.
24" O.C.


12" O.C.


' D '
PLANT SPACING


6.93" O.C.


30.0" O.C.
31.5" O.C.


8.66" O.C.
10.4" O.C.
15.6" O.C.
20.8" O.C.


' A '
ROW


PERENNIAL PLANTING, TYP.
NOT TO SCALE


4
CT-BP-49


NOTE:
1. STAKING ONLY REQUIRED ON TREES 6' HT. OR TALLER.


3/4" FLAT BRAIDED NYLON
CORDING TIED IN FIGURE EIGHT


TREE ROOT BALL


2" X 3" STAKES (3 PER
TREE REQUIRED)


PLAN


DO NOT CUT OR BREAK LEADER
3/4 " WIDE FLAT BRAIDED NYLON OR APPROVED
ARBOR TIES CORDING TIED IN FIGURE EIGHT,
SECURED AT 1


3 TREE HT.  OR 3' MIN. ABOVE FINISH
GRADE (3 PER TREE) TIES SHALL BE SET LOOSE.


TRUNK FLARE JUNCTION - PLANT 1-2"
ABOVE FIN. GRADE


3" DEPTH HARDWOOD BARK MULCH


TEMPORARY MOUNDED SOIL SAUCER, TYP.


2" X 3"  WOODEN STAKE AT OR BELOW GRADE;
PROVIDE THREE STAKES PER TREE, EQUALLY SPACED
UNLESS ON SLOPE- THEN STAKE ON UPHILL SIDE OF
TREE.
PLANTING MIXTURE - WATER THOROUGHLY & TAMP
LIGHTLY DURING BACKFILLING TO REMOVE AIR POCKETS


UNTIE & FOLD BACK BURLAP & FASTENINGS TO 2/3 ROOT
BALL HEIGHT. CUT AND REMOVE WIRE BASKETS
COMPLETELY FROM SIDES
COMPACTED SUBGRADE, PLANT TREE DIRECTLY ON
SUITABLE WELL-DRAINED, EXISTING SUBGRADE - IF
CONDITIONS ARE UNSUITABLE, NOTIFY OWNERS
REPRESENTATIVE & SUSPEND  PLANTING UNTIL RESOLVED


3'-
0"


2X ROOTBALL WIDTH


EVERGREEN TREE PLANTING
NOT TO SCALE CT-BP-40


2


NOTE:
CONTRACTOR TO PROVIDE SMOOTH TRANSITION WHERE NEW
PAVEMENT ABUTS EXISTING PAVEMENT


6"
2.


0"
1.


5"


BITUMINOUS CONCRETE WEARING COURSE,
TYP.


BITUMEN TACK COAT


BITUMINOUS CONCRETE BINDER COURSE


PROCESSED AGGREGATE BASE


COMPACTED GRAVEL BORROW SUBBASE


VEHICULAR BITUMINOUS CONCRETE PAVEMENT, TYP.
NOT TO SCALE


8"


COMPACTED SUBGRADE


7
CT-BP-56


CONCRETE PAVEMENT AND EXPANSION JOINT
NOT TO SCALE


EXPANSION JOINT INSTALLATION NOTES:


1. DOWEL IS TYPICAL AT ALL EXPANSION JOINTS (18" O.C.) WITHIN CONCRETE PAVING AND BETWEEN  NEW
CONCRETE PAVING, WALLS, BUILDING FOUNDATIONS AND EXISTING CONCRETE PAVING TO REMAIN.


2. EXPANSION JOINTS MAX. 16'-0" O.C. UNLESS SHOWN OTHERWISE.
3. EXPANSIONS JOINTS SHALL BE PLACED WHERE NEW CEMENT CONCRETE PAVEMENT MEETS EXISTING


PAVEMENT OR WALLS TO REMAIN.
4. ALL SCORE JOINTS SHALL BE SAW CUT.


5"
10


"
MI


N.


CAST-IN-PLACE CONCRETE PAVEMENT, TYPICAL


EXPANSION JOINT, TYP. SEE
DETAIL BELOW
MEDIUM BROOM FINISH


CONCRETE


PROCESSED AGGREGATE BASE


COMPACTED SUBGRADE


SCORE JOINTS, 18 WIDE x 14 SLAB DEPTH.
PATTERN AS SHOWN ON PLANS


6"


5"
6"


1/2"


4"


EXPANSION JOINT, TYPICAL


SPECIFIED SEALANT TO MIN. 12"
DEPTH


12" WIDE FULL DEPTH EXPANSION JOINT WITH
PREFORMED EXPANSION JOINT FILLER, FOAM
BACKER ROD AND WATERPROOF SEALANT,
SEE SPECIFICATIONS


6" EXPANSION SLEEVE, WAXED TO
PREVENT BONDING


#6 SMOOTH DOWEL, 1'-0"
LONG, 18" O.C.


C.I.P. CONCRETE PAVEMENT,
SEE DETAIL


4"10" 10"


W2.9XW2.9 6X6 W.W.M. MIN. 2"
COVER


CT-BP-64
12


PAVEMENT MARKINGS,
SEE NOTES.


NOTE:
1. PROVIDE PAVEMENT MARKINGS WHERE SHOWN ON PLANS IN


ACCORDANCE WITH THIS DETAIL.
2. PAVEMENT MARKINGS SHALL BE WHITE, REFLECTORIZED


TRAFFIC PAINT CONFORMING TO FEDERAL SPECIFICATION
TTP-1952B TRAFFIC PAINT, TYPE I OR II.


18"12"


6'
 O


R
 A


S
 IN


D
IC


A
TE


D
 O


N
 P


LA
N


CROSSWALK PAVEMENT MARKINGS
NOT TO SCALE


6
CT-BP-75


6"


15"DIA.


6"
3'-


6"
 A


BO
VE


FI
N.


 G
RA


DE


3'-
6" 3'-


0"


CONCRETE DOME


6" GALVANIZED STEEL PIPE ASTM A53
(STD. WEIGHT) FILLED WITH CONCRETE


FINISH GRADE AT PAVEMENTS


1/4" /FT. WASH (TYPICAL)


1/2" R
FINISH GRADE AT PLANTED AREAS


IN PAVED AREAS, HOLD TOP OF
FOOTING 6" BELOW FIN. GRADE
CAST-IN-PLACE CLASS A
CONCRETE FOOTING


GRAVEL BASE


UTILITY BOLLARD
NOT TO SCALE CT-BP-78


9
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SITE
CONSTRUCTION


DETAILS


L905


RC


DB


AM/EA


N.T.S.


6"


1
2" PREMOLDED


EXPANSION JOINT


CURB
TAPER CURB


FLUSH


PAVEMENT OR
FLUSH CURB


USE SAME SUBBASE PREPARATION
AS TYPICAL CURB


4'-0"


CONCRETE TAPER CURB
NOT TO SCALE


6
CT-BP-50


6"


1
2" RADIUS


8"


6"


1'
-8


"


6"FINISHED GRADE


CONCRETE


EXTRUDED CONCRETE CURB
NOT TO SCALE


PROCESSED
AGGREGATE


BASE
6"


8
L904


7
L904


BITUMINOUS CONCRETE
WALK OR TURF - SEE PLANS


VEHICULAR BITUMINOUS
CONCRETE PAVEMENT


5
CT-BP-51


7.5% MAX.


DELINEATOR/OBJECT MARKER -
APPROX. 10' FROM END OF
SIDEWALK (OPTIONAL)


LANDING-  (1.5% MAX. CROSS SLOPE
BOTH WAYSS)


FLUSH CURB


DETECTABLE WARNING SURFACE


RAMP


SIDEWALK
(1.5% MAX. CROSS SLOPE)


MATCH EXISTING GRADE
AND CROSS SLOPE


4' MIN.


E


E


B


PLAN


A


B
A


C


D


0.2
"


SECTION E-E


TRUNCATED DOME DIMENSIONS
DIM. MIN. (IN) MAX. (IN)
A 1.60" 2.40"
B 0.65" 1.50"
C 50%-65% OF D DIM.
D 0.90" 1.40"


DETECTABLE WARNING SURFACE


CURB RAMP AT END OF PARKING AREA


7.5% MAX.


7.5% MAX.


CURB RAMP ALONG PARKING AREA


CURB RAMP CONFIGURATIONS, TYP.
NOT TO SCALE


4' MIN.


SIDEWALK
(1.5% MAX. CROSS SLOPE)


SIDEWALK
(1.5% MAX. CROSS SLOPE)


RAMP (TYP.)


FLUSH CURB


4' MIN.


7' (TYP.)


LANDING
(1.5% MAX. CROSS SLOPE; BOTH
WAYS)


DETECTABLE WARNING SURFACE
4' MIN.


7' TYP.


8.3% MAX.


8.3% MAX.


2% MAX. CROSS SLOPE


CONCRETE PAVEMENT,
TYP. SEE DETAIL


6" CURB, TYP.


TRANSITION CURB, TYP.


FLUSH CURB


CAST-IN-PLACE ADA DETECTABLE
WARNING MAT. SEE SPECIFICATIONS


4' MIN.


7'
4' MIN.


7' TYP.


TRANSITION CURB (TYP.)


DIAGONAL CURB RAMP


2 CT-BP-55


4' MIN.


1.5" CAMFER @ 45° TOP &
BOTTOM, TYP. ALL END RAILS


6"
TYP.


4"
10


"
1'-


4"
3'-


6"
FINISH GRADE


8" TYP.


6"
TYP.


TYPICAL RAILING OPENING/ TERMINAL


FINISH GRADE


8'-0" O.C. PER PLAN


4"
10


"
1'-


4"
3'-


6"


LINE POST, TYP.


RAIL, TYP.


TYPICAL RAILING ELEVATION


2"


1'


5
8" O.C CARRIAGE BOLT WITH CSK NUT
AND WASHER, TYP. (2) PER POST MIN.
TRIM AND PEEN BOLT ENDS


1.5" CAMFER @ 45° TOP &
BOTTOM, TYP. (4) SIDES


4" X 10" WOOD RAIL, 16'-0" MAX.
PRESSURE TREATED (0.25 CCA)


8" X 8" X 6" WOOD LINE POST PROVIDE
1
8" GAP AT JOINTS, TYP. PRESSURE
TREATED (0.40 CCA)


1-
1/


4"


3/4"


PEEN THREADS TO
PREVENT BOLT REMOVAL


COMPACTED SUBGRADE
TYPICAL RAILING SECTION


FINISH GRADE


2" WOOD GUARDRAIL


LANDSCAPE AREA,
SEE PLANS


VERTICAL GRANITE
CURB, SEE DETAIL


VA
RI


ES
,


 S
EE


 P
LA


NS


RAILING AT BACK OF CURB


BUTT END PIECES TIGHT,
CENTERED ON POST, TYP.


26
"


TIMBER GUIDERAIL
NOT TO SCALE


1
CT-BP-65


3
4" CHAMFER, TYP.


2'
-6


" H
T.


 M
A


X
. S


E
E


 G
R


A
D


IN
G


 P
LA


N
3'


CONCRETE RETAINGIN
WALL WITH FORM LINE
CONC. FINISH, SEE
SPECIFICATIONS


#4 REBAR @ 12" O.C. EACH
WAY, TYP.


#4 REBAR @ 12" O.C. EACH
WAY, TYP.


COMPACTED
SUBGRADE


1' 2'


1'


SEE PLAN
FOR
MATERIAL


CIP CONCRETE RETAINING WALL AT BANDSHELL 
NOT TO SCALE


1/2"
EXPANSION
JOINT


1/2"
V-GROOVE


1'-6"


3
CT-BP-76


1 : 1 SLOPE


NOTES:


6"


6"


6"


MIN.


4"


4"


45° MITRE


2"


CONCRETE SHALL EXTEND TO THE BOTTOM OF
THE BITUMINOUS CONCRETE TOP COURSE.


1.


FINISHED GRADE
BITUMINOUS CONCRETE


TYPE "VB 4" VERTICAL
GRANITE CURB


BITUMINOUS
CONCRETE PAVING


CONCRETE BASE


COMPACTED GRAVEL
FILL BASE COURSE
COMPACTED OR
UNDISTURBED SUBGRADE


MIN.


MOUNTABLE CURB
NOT TO SCALE


4
CT-BP-77
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SIGN SCHEDULE
NOT TO SCALE


SIGN SCHEDULE
TEXT
NO.


NATIONAL
MUTCD NO.


TYPE OF
MOUNTING QUANT. REMARKS


RESERVED PARKING
SET AT 6'


ABOVE GRADE12" x 18" R7-8CT 10


TEXT SIZE


9" x 18"VAN ACCESSIBLE
PARKING R7-8P 10 SET BELOW


R7-8CT


a


b


POST
MOUNT


POST
MOUNT


PERMIT REQUIRED
VIOLATORS WILL BE FINED MIN. $150


12" x 18"NO PARKING R8-3 1 SET AT 6'
ABOVE GRADE


c POST
MOUNT


30"STOP CT DOT #
31-0552 6 SET AT 6'


ABOVE GRADE
d POST


MOUNT


30" x 30"DO NOT ENTER CT DOT #
31-1119 3 SET AT 6'


ABOVE GRADE
e POST


MOUNT


30" x 36"RIGHT TURN ONLY CT DOT #
31-0184 1 SET AT 6'


ABOVE GRADE
f POST


MOUNT


1
CT-BP-47
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N.T.S.


NOTES
1. MINIMUM SIZE OF 16' X 20' BASED ON A DEWATERING 


GEOTEXTILE
SILT FENCE


ANGLE FIRST STAKE INTO
ADJACENT BALE AND SECURE
WITH SECOND STAKE


RIPRAP/CRUSHED STONE
OUTLET SPILLWAY


VA
R


IE
S


VARIES


PUMP
DISCHARGE


MODIFIED RIPRAP
(CT DOT M.12.02)


EMBED HAYBALE 4"
MIN INTO SOIL


EXCAVATED
AREA AA


OUTLET SPILLWAY WEIR


EXCAVATED
AREA


FLAT
BOTTOM


4" EMBEDMENT


3'


6"


RATE OF 20 GPM. IF DEWATERING RATE IS GREATER
THAN 20 GPM BASIN SHALL BE RESIZED AS DESCRIBED 
IN THE EROSION CONTROL NOTES


AR


ED
IA


.


C B


D
IA


.


D


B


A


27
"


9"
16


"


25
"


2"


7"


R1"


R9"


Ø
22


"


10"


12"24"


20"


R10"


R12"


1" PVC ANTI-SIPHON
PIPE ADAPTER


REMOVABLE WATERTIGHT
ACCESS PORT, 6" OPENING


FRONT SIDE


PLAN


Ø18.00"


DATE


DRAWING NUMBER


BMP, INC.
53 MT. ARCHER ROAD, LYME, CT. 06371


(800) 504-8008 FAX: (860)434-3195


DESCRIPTION SCALE


18F SNOUT OIL
& DEBRIS STOP


18F


09/14/99 NONE


US PATENT #6126817ADDITIONAL PATENTS PENDING


NOTE:
MODEL SHOWN FOR REFERENCE. CONTRACTOR SHALL
COORDINATE WITH MANUFACTURER FOR EXACT HOOD TYPE,
SIZE, AND STRUCTURE WALL FOR INSTALLATION.


(RIPRAP)
12"


W
1


PLAN


MODIFIED RIPRAP
1TRIPRAP TYPE


FLARED


PIPE


T2


6"
(GRAVEL)


SECTION C-C


FLARED END


SLOPE LINE


12"


T1


2T


MODIFIED RIPRAP (M.12.02)


FILTER FABRIC


MODIFIED RIPRAP (M.12.02) 


C C


La


W
2


END


C1
IDENTIFICATION W1 W2 La


12"MODIFIED RIPRAP 6"D1 4' 9' 7'


RIPRAP APRON DETAIL


3' 5' 3'


GRAVEL BORROW


12"MODIFIED RIPRAP 6"D21 3' 6' 4'


12"MODIFIED RIPRAP 6"F1 4' 8' 5'


CULVERT END


SLOPE LINE


B3'


C


4.5'


1
3 3


10.75'


PLAN


B B


SECTION B-B


6" GRAVEL BORROW


12" MODIFIED RIPRAP


PREFORMED SCOUR HOLE


EXTEND RIPRAP


CULVET END


N.T.S.


FILTER FABRIC


(RIPRAP)
12"MODIFIED RIPRAP


1TRIPRAP TYPE T2


6"
(GRAVEL)


A30
IDENTIFICATION W1 B C


12"MODIFIED RIPRAP 6"A40 4' 8' 9'


3' 8' 9'


T1


2T


30" DIA. 6" THICK CONCRETE SUPPORT


PVC PLUG


PVC RISER


15" COVER - NEENAH R-1191-B OR APPROVED
EQUIVALENT. CAST INTO PAVEMENT WHERE


REQUIRED


FITTING AS REQUIRED


WYE


HDPE


FITTING AS REQUIRED
(TYP)


COUPLING/ADAPTER
AS REQUIRED


UNDISTURBED MATERIAL
CRUSHED STONE


DETECTABLE
TRACER TAPE


PROPOSED ROOF LEADER
(MODIFY AS REQUIRED)


SEE ARCHITECTURAL DRAWINGS FOR
DOWNSPOUT SHOE


ROOF LEADER CONNECTION DETAIL


NOTES:
1. DETECTABLE TRACER TAPE TO BE INSTALLED FOR THE ENTIRE


LENGTH OF THE ROOF LEADER EXTENSION.
2. PROVIDE FITTINGS, COUPLINGS AND ADAPTERS AS REQUIRED.
3. SEE PLAN FOR ROOF LEADER LOCATIONS


N.T.S.
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4'-0" DIA. PRECAST
CONCRETE MANHOLE DETAIL
N.T.S.


ADJUST TO REQUIRED GRADE
WITH A MIN. OF ONE COURSE
AND A MAX. OF FIVE COURSES


REINFORCED CONC. GRADING
RINGS, ALL BRICKS TO BE 


2'-0" UNLESS OTHERWISE INDICATED


REINFORCING STEEL (TYP)


PRECAST CONCRETE


CONCRETE FILL


BRICK MASONRY INVERT


MANHOLE BASE
PRECAST CONCRETE


COMPACTED
CRUSHED STONE


SEALANT (TYP)


MANHOLE RISER
PRECAST CONCRETE


SEE SPEC'S
MANHOLE STEPS


BUTYL RUBBER JOINT


MANHOLE CONE


OF BRICK MASONRY OR


LAID AS HEADERS


(T
YP


)
12


"


2'
 T


O
 5


' I
N


6"
 IN


C
R


EM
EN


TS


PA
YM


EN
T 


LI
M


IT
 F


O
R


 M
AN


H
O


LE
 W


AL
LS


 A
N


D
 C


O
N


ES


5" MIN.


(TYP)
1" WASH


6" MIN.


X


X


5" MIN.


X


X


X X X X


4'-0" DIA.


0.8XD


X


X


X


X


X


1,
2,


3 
O


R
 4


'
C


O
M


BI
N


AT
IO


N
 O


F


LE
N


G
TH


S


X


UNDISTURBED MATERIAL


MANHOLE SEAL
SEE DETAIL


TYP. STUB
WITH PLUG


6"X M
IN


.


X


X


X


X


X


X


X


8" MIN.


MORTAR ALL AROUND


FINISHED GRADE


MANHOLE FRAME & COVER


X


X X


X


, SEE SPEC'S


, SEE PLAN


MANHOLE SEAL DETAILS
N.T.S.


RUBBER GASKET CAST
IN MANHOLE BASE


FLEXIBLE SLEEVE CAST IN
MANHOLE BASE


STAINLESS STEEL RING
EXPANDED IN PLACE


STAINLESS STEEL
STRAP


PIPE SECTION


RUBBER SLEEVE


PRECAST CONCRETE
STRUCTURE


PIPE SECTIONPIPE SECTION


STAINLESS STEEL
STRAP


PRECAST CONCRETE
STRUCTURE


PRECAST CONCRETE
STRUCTURE


TRENCH WIDTH (W)


LINE OF NARROW


SANITARY SEWER TRENCH DETAIL


UNDISTURBED SUBGRADE


LIMITS OF EXCAVATION & PAYMENT


N.T.S.


IN EARTH


HALF SECTION


WOOD SHEETING, IF USED, SHALL
BE LEFT IN PLACE BELOW THE LINE


AGAINST UNDISTURBED MATERIAL
FABRIC SHALL BE PLACED
WHERE REQUIRED FILTER


UNDISTURBED MATERIAL


WHERE OTHERWISE INDICATED OR
OF NARROW TRENCH LIMIT EXCEPT


COMPACTED SELECT BACKFILL


COMPACTED CRUSHED STONE


DIRECTED


S


DP


TRENCH LIMIT


(WHERE SPECIFIED)
DETECTABLE TRACER TAPE


W/2


FOR ROCK EXCAVATION & BACKFILL
LIMITS OF EXCAVATION & PAYMENT


FOR W, DP, & S, SEE TABLE A


HALF SECTION


IN ROCK


SEE SPEC'S


NOTE:


COMPACTED CLASS B BACKFILL


FINISHED GRADE (SEE SPECIFICATIONS


NO ROCK OR UNEXCAVATED
MATERIALS SHALL PROJECT
BEYOND THIS LINE


COMPACTED CRUSHED STONE


12
"


S


FOR SURFACE RESTORATION)


W/2


12"
TYP.


2/ 1 O
.D


.


O
.D


.
1/


2
TYP.
12"


O
.D


.


O
.D


.


EXISTING OR PROPOSED UTILITY OR
DRAINAGE PIPE (TYP.)


PLACE ON COMPACTED PIPE
BEDDING OR UNDISTURBED
MATERIAL


CLASS "A" CONCRETE FOR
FULL TRENCH WIDTH


d


CONCRETE PIPE CRADLE WHEN d <  


N.T.S


TYPICAL UTILITY SUPPORTS
FOR WATER MAIN:SEWER OR DRAIN PIPE
FOR SEWER MAIN:WATER OR DRAIN PIPE


PIPE JOINT (TYP)


FINISHED GRADE


WATER, SEWER OR DRAIN CROSSING DETAIL


'A
' M


IN
.


N.T.S.


'A
' M


IN
.


9'-0"


WATER MAIN OVER SEWER
OR DRAIN OR SEWER MAIN
OVER WATER OR DRAIN


18"


--
12"


SEWER


WATER MAIN UNDER SEWER
OR DRAIN OR SEWER MAIN
UNDER WATER OR DRAIN


DRAIN
SEWER


PIPE


WATER
'A'


12"
18"


--


WATER
'A'


MAIN


4'-6" MIN FOR SEWER
5'-0" MIN FOR WATER


9'-0"


4'
-6


" M
IN


 F
O


R
 S


EW
ER


5'
-0


" M
IN


 F
O


R
 W


AT
ER
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N.T.S.


18" OUTLET PIPE


PLAN


ELEVATION


(2) 6" ORIFICES


OUTLET CONTROL STRUCTURE
(TYPE C-L CB)
TF=169.0


(EXIST) 18" OUTLET PIPE


3'


3'


5'


NOTE: ALL COMPONENTS SHALL BE GALVANIZED AFTER FABRICATION.


CONCRETE FOOTING


4" CORNER POST


TENSION BAR


IRON RAIL END
MALLEABLE GALV.


TENSION BAND (TYP.)


BEVELED BRACE BAND


24
"


TENSION WIRE


CHAIN LINK FABRIC
2" WIRE MESH


BRACE RAIL


6" (TYP.)


8"


3' 4"


15" ORIFICE


INV=57.0


INV=166.0


10" OUTLET PIPE


PLAN


ELEVATION


8" ORIFICE


OUTLET CONTROL STRUCTURE
(TYPE C-L CB)
TF=167.0


10" OUTLET PIPE


NOTE: ALL COMPONENTS SHALL BE GALVANIZED AFTER FABRICATION.


INV=164.8


2' (SUMP)


TRASH RACK WITH
CONCRETE PAD


INV=165.5 (EXISTING)


2' (SUMP)


SECTION


CHECKDAM (ELEVATION)


SECTION


N.T.S.
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1'


FINISHED GRADE
INFILL MATERIAL


1'
-0


"
1"


2"


STONE LEVELING COURSE,
SEE SPECIFICATIONS


DRAINAGE STONE SEE
SPECIFICATIONS


FLAT DRAIN, 15' O.C.
SEE SPECIFICATIONS


NOTES:
1. SUBGRADE ELEVATIONS TO FOLLOW SAME SLOPE AS FINISHED SURFACE ELEVATIONS WITHIN TURF


LIMITS.
2. ABSOLUTELY NO SUBSTITUTIONS SHALL BE ALLOWED FOR BOTH THE STONE LEVELING COURSE


AND DRAINAGE STONE WITHOUT A WRITTEN AND SIGNED DOCUMENT DIRECTLY FROM THE TURF
MANUFACTURER. DOCUMENT SHALL STATE: THE MATERIAL IS AN ACCEPTABLE MATERIAL TO BE
USED DIRECTLY UNDER THEIR TURF FIELD FABRIC AND THAT THE SUBSTITUTION MATERIAL
PROVIDES THE SAME CHARACTERISTICS (DRAINAGE, STRUCTURAL INTEGRITY, PLAYABILITY,
ETC.) AS THE MATERIALS SPECIFIED. FAILURE TO PROVIDE SUCH A DOCUMENT SHALL BE AT THE
RISK AND COST OF THE CONTRACTOR.


STABILIZATION FABRIC,
SEE SPECIFICATIONS


1'
-3


"


COMPACTED
SUBGRADE


SYNTHETIC TURF
NOT TO SCALE


1
CT-BP-41


NOTES:
1. CONTRACTOR TO PROVIDE CONTROL JOINTS (PREFORMED OR SAWCUT) 10' O.C. MIN. 1


2" DEEP
2. CONTRACTOR TO PROVIDE EXPANSION JOINTS EVERY 40' O.C.


SYNTHETIC TURF- NAILER CURB
NOT TO SCALE


3
L904


LOAM AND SEED


1'-4",
AT FENCING


ALIGN
4"


1 
1/


2"
6"


,
 T


Y
P


.


1
L911SYNTHETIC TURF


1
L912


VINYL CHAIN LINK (VCL)
FENCE


3
L912


FENCE POST FOOTING, TYP.


6",
TYP.


6",
TYP.


/ BALL NETTING,
SEE DETAIL


CONCRETE TURF ANCHOR PER TURF
MANUFACTURERS REQUIREMENTS


AND AS APPROVED BY OWNERS
REPRESENTATIVE. CURB SHALL BE


CONSTRUCTED AT CONTINUOUS
PERIMETER OF NEW TURF FIELD


TOP OF TURF FIBERS TO BE
INSTALLED APPROXIMATELY 1


2"
ABOVE THE CURB EDGE


INFILL LEVEL TO BE SET
FLUSH WITH CURB EDGE


1'
, M


IN
.


A
T 


C
U


R
B


DRAINAGE STONE,
SEE SPECIFICATIONS


CONCRETE, SEE SPECIFICATIONS


/ BALL NETTING FOOTING, TYP.
SEE DETAIL


CONCRETE TURF ANCHOR AT BIT. CONC. AREAS


1
2" PREMOLDED POLYETHYLENE
FOAM JOINT FULL DEPTH WITH
POLYSULFIDE SEALANT


#4 REBAR, CONTINUOUS WITH
REINFORCED FIBER MESH


1'
-6


"


4",
MIN.


1'-4",
AT FENCING


ALIGN
4"


1 
1/


2"
6"


,
 T


Y
P


.


1
L911SYNTHETIC TURF


1
L912


VINYL CHAIN LINK (VCL)
FENCE


3
L912


FENCE POST FOOTING, TYP.


6",
TYP.


6",
TYP.


/ BALL NETTING,
SEE DETAIL


CONCRETE TURF ANCHOR PER TURF
MANUFACTURERS REQUIREMENTS


AND AS APPROVED BY OWNERS
REPRESENTATIVE. CURB SHALL BE


CONSTRUCTED AT CONTINUOUS
PERIMETER OF NEW TURF FIELD


TOP OF TURF FIBERS TO BE
INSTALLED APPROXIMATELY 1


2"
ABOVE THE CURB EDGE


INFILL LEVEL TO BE SET
FLUSH WITH CURB EDGE


1'
, M


IN
.


A
T 


C
U


R
B


/ BALL NETTING FOOTING, TYP.
SEE DETAIL


CONCRETE TURF ANCHOR AT LOAM & SEED AREAS


1
2" PREMOLDED POLYETHYLENE
FOAM JOINT FULL DEPTH WITH
POLYSULFIDE SEALANT


#4 REBAR, CONTINUOUS WITH
REINFORCED FIBER MESH


1'
-6


"


4",
MIN.


CLCL


4"
, T


Y
P


.


4"
, T


Y
P


.
V


A
R


IE
S


10' MAX FENCE POST SPACING
25' MAX BALL NETTING POST SPACING1'


CONCRETE TURF ANCHOR WITH FENCING PLAN VIEW


SYNTHETIC TURF FIELD SIDE


3
L912


FENCE POST FOOTING, TYP.


NOTES:
1. CONTRACTOR SHALL INSTALL FENCE POST AND BALL NETTING POST IN LINE WITH EACH


OTHER WHILE MAINTAINING A 4" MINIMUM DISTANCE FROM FIELD SIDE EDGE OF CURB


1
2" PREMOLDED POLYETHYLENE
FOAM JOINT FULL DEPTH WITH
POLYSULFIDE SEALANT, TYP.


1
L912


VINYL CHAIN LINK (VCL)
FENCE


CONCRETE,
SEE SPECIFICATIONS


5
L912


20' HT BALL SAFETY NETTING


COMPACTED SUBGRADE, TYP.


DRAINAGE STONE,
SEE SPECIFICATIONS


CONCRETE, SEE SPECIFICATIONS


COMPACTED SUBGRADE, TYP.


7
L904


BITUMINOUS
CONCRETE WALK


3 CT-BP-42


SITE
CONSTRUCTION


DETAILS


L911


RC


DB


EA


N.T.S.


COLLECTOR DRAIN
NOT TO SCALE


NOTES:
1. FLAT DRAIN TO BE DIRECTLY CONNECTED TO PERIMETER DRAIN. PROVIDE MANUFACTURED FITTINGS TO MAKE THE CONNECTION AS REQUIRED AND


APPROVED BY THE OWNERS REPRESENTATIVE.


ALIGN


6"
,


 T
YP


.


MATERIAL VARIES, SEE
PLANS


WRAP TRENCH IN STABILIZATION/ DRAINAGE
FABRIC. FABRIC TO BE MIRAFI 140N OR AN
APPROVED EQUAL, SEE SPECIFICATIONS.


PERFORATED HDPE PERIMETER
COLLECTOR PIPE, SLOPED AT 0.5%,
SEE DRAINAGE AND UTILITY PLANS


1" X 12" FLAT DRAINS 15' O.C., TYP.
SEE SPECIFICATIONS


DRAINAGE STONE COMPACTED
TO 95% MODIFIED PROCTOR.


1
L911


SYNTHETIC TURF


3
L911


SYNTHETIC TURF- NAILER
CURB


COMPACTED SUBGRADE, TYP.


3
L912


FENCE POST
FOOTING, TYP.


3', TYP.


2',
 M


IN
. C


OV
ER


6"
,


TY
P.


6",
TYP.


ALIGN


6"
,


 T
YP


.


MATERIAL VARIES, SEE
PLANS


1
L911


SYNTHETIC TURF


3
L911


SYNTHETIC TURF- NAILER
CURB


3
L912


FENCE POST
FOOTING, TYP.


3', TYP.


1'-
6"


6",
TYP.


WRAP TRENCH IN STABILIZATION/
DRAINAGE FABRIC. FABRIC TO BE


MIRAFI 140N OR AN APPROVED EQUAL,
SEE SPECIFICATIONS.


12" FLAT DRAINS 15' O.C., TYP.
SEE SPECIFICATIONS


COMPACTED SUBGRADE, TYP.


EXISTING GAS LINE APPROXIMATELY 40"
DEPTH, DO NOT DISTURB


1'


1'


TYPE 2 CONDITION


TYPE 1 CONDITION, TYPICAL


12" TO 4" END OUT ADAPTER


4" TYPE C SINGLE WALL SERVICE LATERAL


4" INSERTA TEE LATERAL CONNECTION


45° MAX.
LATERAL


CONNECTION


6",
TYP.


6",
TYP.


2
CT-BP-59


4"


NOTES:
1. SYNTHETIC TURF CAN BE CUT AND SECURED TO THE


PROVIDED TURF ATTACHMENT LEDGE PER
MANUFACTURERS DIRECTIONS


2. CONTRACTOR SHALL CONFIRM SIZE AND EXACT MODEL
NUMBER WITH MANUFACTURER PRIOR TO ORDERING


PLAN VIEW


SECTION


FINISHED GRADE, INFILL MATERIAL, SEE PLAN


4" CAST IRON SQUARE FRAME & 24"
SOLID COVER; USE MASS.
STANDARD HEAVY DUTY


SYNTHETIC TURF
ATTACHMENT LEDGE


"ACCESSIBLE" SYNTHETIC TURF BOX-
MODEL #MHFIT36 INSTALLED PER
MANUFACTURERS RECOMMENDATIONS


24" DIA. AREA DRAIN, TYP.


2'
3'


2'


6"


6"


3'


CONTINUOUS MORTAR COLLAR 6" DEPTH
WITH PITCH AWAY FROM AREA DRAIN


"ACCESSIBLE" SYNTHETIC TURF BOX-
MODEL #MHFIT36 INSTALLED PER
MANUFACTURERS RECOMMENDATIONS


CL


INSTALL CARRIAGE BOLTS INTO THE BOTTOM
FLANGE OF THE ACCESS FRAME BOX WITH
HEADS DOWN FOR ANCHORING INTO CONCRETE


SYNTHETIC TURF FIELD


SYNTHETIC TURF BOX COVER
NOT TO SCALE


4
CT-BP-69
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10' MAX. POST SPACING


4'


1-5/8" TOP RAIL


DOME CAP


3" O.D. VCL FENCE POSTS
AT ALL CORNER AND END
POSTS
6 GAUGE CORE - 1-3/4"
MESH VINYL CLAD STEEL
VCL, KNUCKLED TOP AND
BOTTOM


TIE WIRE
( 9 GAUGE WIRE  AT 12" O.C.)


7/8" x 12" TENSION
BANDS  AT 12" O.C.


3/16" x 3/4" TENSION BAR AT
ENDS AND CORNERS, TYP.


1-5/8" BOTTOM RAIL


PASS THRU LOOP POST TOP


VINYL CHAIN LINK (VCL) FENCE
NOT TO SCALE


NOTES:
1. ALL FENCE PIPE SHALL BE SCH. 40, VINYL CLAD HOT DIP GALV. STEEL PIPE.
2. ALL LINE POSTS SHALL BE INSTALLED EQUALLY SPACED BETWEEN END AND CORNER POSTS.
3. ALL CLAMPS, TIES, POST TOPS, BANDS, POSTS, RAILS, ETC. SHALL BE VINYL CLAD TO MATCH FABRIC.


2.5" O.D. LINE POST, TYP.


2"
 C


LE
AR


, T
YP.


3
L911


SYNTHETIC TURF- NAILER
CURB


3
L912


FENCE POST FOOTING, TYP.


CT-BP-44
1


2 1/4", TYP.


1"


4'
3'


-6
" T


Y
P


.


4'


2"
 C


LE
A


R


VINYL CHAIN LINK (VCL) FENCE SINGLE SWING GATE
NOT TO SCALE


DOME CAP, TYP.
3" O.D. VCL GATE POST, TYP.


7/8" X 12" TENSION BANDS AT 12" O.C.


2" O.D. GATE FRAME


3/16" X 3/4" TENSION BAR,  TYP.


ALL JOINTS WELDED TO MAKE
SOLID FRAME


FULCRUM LATCH WITH
STRIKE PLATE


6 GAUGE CORE 1-3/4" MESH VINYL
CLAD STEEL VCL, KNUCKLED TOP AND
BOTTOM


TIE WIRE
( 9 GAUGE WIRE AT 12" O.C.)


3
L912


FENCE POST FOOTING, TYP.


3
L911


SYNTHETIC TURF- NAILER
CURB


NOTES:
1. ALL FENCE PIPE SHALL BE SCH. 40, VINYL CLAD HOT DIP GALV. STEEL PIPE.
2. ALL LINE POSTS SHALL BE INSTALLED EQUALLY SPACED BETWEEN END AND CORNER POSTS.
3. ALL CLAMPS, TIES, POST TOPS, BANDS, POSTS, RAILS, ETC. SHALL BE VINYL CLAD TO MATCH FABRIC.
4. CONTRACTOR SHALL GRADE AS REQUIRED (BELOW GATE) TO ALLOW FOR FULL OPENING/CLOSING OF GATE.


2
CT-BP-45


4'


2 14", TYP.


2"
 C


LE
AR


, T
YP


.


12'


4" O.D.  VCL GATE POST, TYP.


HEAVY DUTY GATE LATCH, TYP.
2 TOTAL PER GATE LEAF


2" O.D. GATE FRAME, TYP.


EQUAL EQUAL


3 3/16"


FULCRUM LATCH WITH
STRIKE PLATE


6 GAUGE CORE 1-3/4" MESH VINYL
CLAD STEEL VCL, KNUCKLED TOP


AND BOTTOM


TIE WIRE
( 9 GAUGE WIRE AT 12" O.C.)


DOME CAP, TYP.


3/16" X 3/4" TENSION BAR, TYP.6" TY
P.


SLEEVES IN CONCRETE


7/8" x 12" TENSION BANDS AT 12" O.C.


VINYL CHAIN LINK (VCL) FENCE, DOUBLE SWING GATE
NOT TO SCALE


12"


12
"


DROP BAR, TYP. BOTH LEAVES


3
L912


FENCE POST FOOTING, TYP.


3
L911


SYNTHETIC TURF- NAILER
CURB


NOTES:
1. ALL FENCE PIPE SHALL BE SCH. 40, VINYL CLAD HOT DIP GALV. STEEL PIPE.
2. ALL LINE POSTS SHALL BE INSTALLED EQUALLY SPACED BETWEEN END AND CORNER POSTS.
2. ALL CLAMPS, TIES, POST TOPS, BANDS, POSTS, RAILS, ETC. SHALL BE VINYL CLAD TO MATCH FABRIC.
3. CONTRACTOR SHALL GRADE AS REQUIRED (BELOW GATE) TO ALLOW FOR FULL OPENING/CLOSING OF GATE.


1
L912


VINYL CHAIN LINK (VCL)
FENCE


CT-BP-16
4


4500 PSI CEMENT
CONCRETE FOOTING


FENCE POST FOOTING, TYP.
NOT TO SCALE


COMPACTED
SUBGRADE


NOTE:
1. ALL FENCE POST POLES SHALL BE INSPECTED BY THE OWNER/ENGINEER


PRIOR TO THE INSTALLATION OF CONCRETE AND FENCE POST.


3
L911


SYNTHETIC TURF- NAILER
CURB


CL


3'
-6


" F
O


R
 F


EN
C


E 
PO


ST
S


5'
-0


" M
IN


. F
O


R
 B


AL
L 


N
ET


TI
N


G
, P


ER
M


AN
U


FA
C


TU
R


ER
 R


EC
O


M
M


EN
D


AT
IO


N
S


12" FOR LINE POST
18" FOR GATE, END OR CORNER POST
18" FOR BALL SAFETY NETTING POST


3'


CENTERLINE OF FENCE
POST AND FOOTING


1
2" PREMOLDED POLYETHYLENE
FOAM JOINT FULL DEPTH WITH
POLYSULFIDE SEALANT


3
CT-BP-03


RC


DB


EA


N.T.S.


20
'


20' MAXIMUM


4'


EQ.


CLCL
POSTPOST


4" O.D. SCH. 40 BLACK VINYL
COATED STEEL TUBE POSTS TYP.


BALL SAFETY NETTING, TYP.
SEE SPECIFICATIONS.


POST TOP, TYP.


GALVANIZED STEEL TURNBUCKLE
AT ALL END POSTS, TYP.


STAINLESS STEEL BRAIDED
AIRCRAFT CABLE


EQ. EQ.


MOUNTING BRACKET


5'-
0"


, T
YP


.


18", TYP.


FASTEN SAFETY NET TO TOP RAIL
OF VCL FENCE WITH PLASTIC "ZIP
TIES" AT 30" O.C., TYP.


20' HT BALL SAFETY NETTING
NOT TO SCALE


1
L912


VINYL CHAIN LINK (VCL)
FENCE


3
L911


SYNTHETIC TURF- NAILER
CURB


3
L912


FENCE POST FOOTING,
TYP.


5
CT-BP-61


SITE
CONSTRUCTION


DETAILS


L912







360'
SOCCER / W


OMENS LACROSSE


195'
SOCCER / WOMENS LACROSSE


180'
MENS LACROSSE / FIELD HOCKEY


160' FOOTBALL


330' MENS LACROSSE


300' FIELD HOCKEY


165' PRACTICE MENS LACROSSE
165' PRACTICE MENS LACROSSE


300' PRACTICE MENS LACROSSE


300' PRACTICE MENS LACROSSE


30'


17'-2"
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SCALE:
SYNTHETIC TURF FIELD LAYOUT1  N.T.S.


RC


DB


EA


N.T.S.


SITE
CONSTRUCTION


DETAILS


L913


FIELD LAYOUT COLOR FIELD DIMENSIONS
FOOTBALL  COLOR: WHITE              360' X 160'
SOCCER COLOR: YELLOW 360' X 195'
WOMENS LACROSSE COLOR: RED 360' X 195'
MENS LACROSSE COLOR: BLUE 330' X 180'
FIELD HOCKEY COLOR: BLACK 300' X 180'
PRACTICE MENS LACROSSE COLOR: BLACK 300' X 165'


SCALE:
SYNTHETIC TURF FIELD LOGO2  N.T.S.


NOTES:
1. LOGO SHALL CHESHIRE HIGH SCHOOL LOGO STITCHED INTO SYNTHETIC TURF.
2. COLORS: WHITE, BLACK, RED.
3. CONTRACTOR SHALL CONFIRM SIZE, COLOR, AND LAYOUT WITH OWNER PRIOR TO


ORDERING AND INSTALLATION.


NOTES:
1. ALL FIELD LAYOUT ARE TO BE PERMANENTLY STITCHED INTO SYNTHETIC TURF.
2. CONTRACTOR SHALL CONFIRM SIZE, COLOR, AND LAYOUT OF EACH FIELD WITH OWNER


PRIOR TO ORDERING AND INSTALLATION.


0 feet40


1" = 20'


20 60 80


0 feet20


1" = 10'


10 30 40
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L914SOCCER FIELD LAYOUT
NOT TO SCALE


19
5'


32
'


18'


54'
TYP.


13
2'


32
'


R30'


C.P.
FIELD


18'
TYP.


36
'


18
'


24
'


18
'


36
'


R30'


10
'


15'NOTE:
1. ALL FIELD LINES ARE TO BE PERMANENTLY STITCHED INTO SYNTHETIC TURF, COLOR: YELLOW
2. CONTRACTOR SHALL CONFIRM SIZE, COLOR, AND LAYOUT OF EACH FIELD WITH OWNER PRIOR TO ORDERING AND INSTALLATION.


CLEAR SAFETY ZONE SHOWN
AS REFERENCE ONLY


3
CT-BP-68


4" X 4" SQUARE FIELD
MARKER, TYP.


WING AREAWING LINE


ATTACK AREA
ATTACK AREA


6'


30
' T


YP
.


60
' T


YP
.


60
' T


YP
.


30
' T


YP
.


18
0'


330'


COACHE'S AREA EQ. EQ.


18
'


60'30' 60'


WING LINEWING LINE WING AREA


SIDELINE


SIDELINE


DEFENSIVE AREADEFENSIVE AREA


GOAL, TYP.


EN
D 


LIN
E


EN
D 


LIN
E


4" WIDE CENTER
LINE


℄GOAL, TYP.℄FIELD


18
'


SAFETY ZONE
SHOWN AS REFERENCE ONLY


MENS LACROSSE FIELD LAYOUT
NOT TO SCALE


15' 105'
TYP.


30'
TYP.


60'
TYP.


30'
TYP.


60'
TYP.


45'
TYP.


R9'


WING LINE


COACHE'S AREA


NOTE:
1. END LINES AND SIDELINES ARE CONSIDERED OUT-OF-BOUNDS
2. ALL FIELD BOUNDARY/ LIMIT DIMENSIONS ARE TO THE INSIDE EDGE (FIELD SIDE) OF END LINES OR SIDELINES ACCORDINGLY.
3. ALL FIELD LINES ARE TO BE PERMANENTLY STITCHED INTO SYNTHETIC TURF, COLOR: BLUE
4. CONTRACTOR SHALL CONFIRM SIZE, COLOR, AND LAYOUT OF EACH FIELD WITH OWNER PRIOR TO ORDERING AND INSTALLATION.


1
CT-BP-70


PRACTICE LACROSSE FIELD LAYOUT
NOT TO SCALE


45'45'30'60'


8'


16
5'


62
'-6


"
20


'


300'


WING LINEWING LINE


DEFENSIVE
AREA


WING LINE


DEFENSIVE
AREA


WING LINE


ATTACK
AREA


ATTACK
AREA


CENTER
FIELD MARK


WING AREA


SIDE LINE


SIDE LINE


15
',


CL
EA


R,
 T


YP
.


EN
D 


LIN
E


EN
D 


LIN
E


CLEAR ZONE SHOWN AS
REFERENCE ONLY


SEE SPECIFICATIONS
FOR SPORTS FIELD


GOAL


FIELD MARKER PIN, TYP.
4 CORNERS OF FIELD


6'


R9


WING AREA


45°'


NOTE:
1. END LINES AND SIDELINES ARE CONSIDERED OUT-OF-BOUNDS
2. ALL FIELD BOUNDARY/ LIMIT DIMENSIONS ARE TO THE INSIDE EDGE (FIELD SIDE) OF END LINES OR SIDELINES ACCORDINGLY.
3. ALL FIELD LINES ARE TO BE PERMANENTLY STITCHED INTO SYNTHETIC TURF, COLOR: GRAY
4. CONTRACTOR SHALL CONFIRM SIZE, COLOR, AND LAYOUT OF EACH FIELD WITH OWNER PRIOR TO ORDERING AND INSTALLATION.


4
CT-BP-73


NOTE:
1. END LINES AND SIDELINES ARE CONSIDERED OUT-OF-BOUNDS
2. ALL FIELD BOUNDARY/ LIMIT DIMENSIONS ARE TO THE INSIDE EDGE (FIELD SIDE) OF END LINES OR SIDELINES ACCORDINGLY.
3. ALL FIELD LINES ARE TO BE PERMANENTLY STITCHED INTO SYNTHETIC TURF, COLOR: RED
4. CONTRACTOR SHALL CONFIRM SIZE, COLOR, AND LAYOUT OF EACH FIELD WITH OWNER PRIOR TO ORDERING AND INSTALLATION.


SIDELINE


EN
D 


LIN
E


30' 300'


360'


19
5'


CENTER
CIRCLE


RESTRAINING
LINE, TYP.


15
'


15'


28'
-3"


28
'


6'


GOAL
CIRCLE


9'-
11


"


℄
GOAL


CIRCLE


120'


26'-4"


13'-2"


45°


39'-4"R8'-6"


R30'


WOMENS LACROSSE FIELD LAYOUT
NOT TO SCALE


15' CLEAR SAFETY ZONE
SHOWN AS REFERENCE ONLY


2
CT-BP-71


TEAM LINE SUBSTITUTION AREA
15'


15
'


EN
D 


LIN
E


15
'


15
'


15'


48' SIDELINE


18
0'


15
'


15
'


GOALKEEPER SUBSTITUTION AREA


EQUAL EQUAL


25
 Y


AR
D 


LIN
E


ST
RI


KI
NG


CI
RC


LE


21' 21'


ALLEY LINE,
BOTH SIDES, TYP.


HASHMARK TO
DESIGNATE
CENTER NOT TO
EXCEED 24"CE


NT
ER


 LI
NE


PENALTY STROKE
LINE 12" LONG


GOAL,
BY
OTHERS,
N.I.C.


R48, TYP.


R48', TYP.


12
'


15' 15'
GOALKEEPER
SUBSTITUTION AREA


TICK MARK, TYP.


FIELD HOCKEY FIELD LAYOUT
NOT TO SCALE


NOTE:
1. ALL TICK MARKS ARE 12" LONG.
2. ALL FIELD BOUNDARY/ LIMIT DIMENSIONS ARE TO THE INSIDE EDGE (FIELD SIDE) OF END LINES OR SIDELINES ACCORDINGLY.
3. ALL FIELD LINES ARE TO BE PERMANENTLY STITCHED INTO SYNTHETIC TURF, COLOR: BLACK
4. CONTRACTOR SHALL CONFIRM SIZE, COLOR, AND LAYOUT OF EACH FIELD WITH OWNER PRIOR TO ORDERING AND INSTALLATION.


15' CLEAR SAFETY ZONE
SHOWN AS REFERENCE ONLY


300'


6
CT-BP-67


60
'


60
'


16
0'


300'30' 30'


360'


2'
15'


EN
D 


ZO
NE


EN
D 


ZO
NE


3 YARD LINE, BOTH SIDES OF FIELD.


5 YARD LINE, TYP.


GOAL LINE, TYP.


END LINE, TYP.


2'-0" SHORT LINE EXTENSION AND ALL
YARD LINES 4" FROM SIDELINE, TYP.


2'-0" HASH MARKS, TYP.


2'-0" INBOUNDS LINE, TYP.


80
'


NOTES:
1. ALL FOOTBALL FIELD LINES ARE 4" WIDE UNLESS OTHERWISE NOTED.
2. END LINES AND SIDELINES ARE CONSIDERED OUT-OF-BOUNDS. ALL FIELD LIMIT DIMENSIONS ARE TO THE INSIDE OF THE END LINE AND SIDELINES. ALL OTHER DIMENSIONS ARE TO THE


CENTER OF THE MARKING OR HASH MARKS.
3. TAKE MEASUREMENT FROM CENTER OF 50 YARD LINE TO CENTER OF 5 YARD LINES, AND FROM CENTER OF 50 YARD LINE TO INSIDE OF GOAL GOAL LINES, SIDE LINES, AND END LINES.
3. ALL FIELD LINES ARE TO BE PERMANENTLY STITCHED INTO SYNTHETIC TURF, COLOR: WHITE
4. CONTRACTOR SHALL CONFIRM SIZE, COLOR, AND LAYOUT OF EACH FIELD WITH OWNER PRIOR TO ORDERING AND INSTALLATION.


15'15'


PORTABLE GOAL POST,
SEE SPECIFICATIONS


FOOTBALL FIELD LAYOUT
NOT TO SCALE


15' CLEAR SAFETY ZONE
SHOWN AS REFERENCE ONLY


CT-BP-74
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 REMARKSDOOR NUMBER ROOM NAME WIDTH HEIGHT TYPE  MATERIAL  FINISH  TYPE MATERIAL  FINISH


101 WOMENS 3' - 0" 7' - 0" FG-1 FIBERGLASS - FGF-1 FIBERGLASS -


102 MENS 3' - 0" 7' - 0" FG-1 FIBERGLASS - FGF-1 FIBERGLASS -


103 UTILITY CHASE 3' - 0" 7' - 0" FG-1 FIBERGLASS - FGF-1 FIBERGLASS -


104 FAMILY 3' - 0" 7' - 0" FG-1 FIBERGLASS - FGF-1 FIBERGLASS -


105 STORAGE 8' - 0" 10' - 0" COHD-1 FIBERGLASS - - ALUM -


ROOM FLOOR WALLS CEILING


REMARKS# NAME MAT FINISH BASE MAT FINISH MAT FINISH HEIGHT


101 WOMENS CONC RESINOUS RESINOUS CMU PNT GYP BD PNT 10'-0" +/-


102 MENS CONC RESINOUS RESINOUS CMU PNT GYP BD PNT 10'-0" +/-


103 UTILITY CHASE CONC - - CMU PNT GYP BD PNT 10'-0" +/-


104 FAMILY CONC RESINOUS RESINOUS CMU PNT GYP BD PNT 10'-0" +/-


105 STORAGE CONC - - CMU PNT GYP BD PNT 10'-0" +/-
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